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	Reason for change:
	From the current description of SupportedBandListNR, it is not clear whether the bands listed are supported for EN-DC operation, SA operation or both.
Given that the network anyway needs to read the band combinations supported by the UE for EN-DC operation from the UE-MRDC-Capabilities container in order determine which NR bands to setup for EN-DC operation, it is proposed that SupportedBandListNR lists only the bands supported by the SA NR capable UE for handover or redirect to NR. The network can then use SupportedBandListNR to determine in which bands to configure B1 measurement to trigger IRAT handover to NR, and does not have to interpret the NR capabilities further.

	
	

	Summary of change:
	The description of SupportedBandListNR is clarified to contain only bands supported for handover or redirect by NR SA capable UEs.

	
	

	Consequences if not approved:
	The content of SupportedBandListNR is not clear.
Impact analysis
Impacted functionality:
EN-DC
Inter-operability:
1.	If the UE is implemented according to this CR but the network is not, there is no backward compatibility issue; 
2.	If the network is implemented according to this CR but the UE is not, there is no backward compatibility issue.
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[bookmark: _Toc519508371]4.3.34	Inter-RAT Parameters NR
[bookmark: _Toc519508372]4.3.34.1	en-DC-r15
This field indicates whether UE supports E-UTRA NR Dual Connectivity as specified in TS 36.331 [5] and TS 38.331 [32].
[bookmark: _Toc519508373]4.3.34.2	supportedBandListNR-r15
Only applicable if the UE supports SA NR. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34], supported by the UE for handover or redirect.
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