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<First modification>
5.3.3.3
Actions related to transmission of RRCConnectionRequest message

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else if upper layers provide a 5G-S-TMSI:

3>
set the ue-Identity-5GC to the leftmost 16 bits followed by the rightmost 23 bits of the value received from upper layers;
NOTE 0:
This ensures that the ng-eNB receives a locally unique AMF identity in this message, and that this field contains bits from the 5G-S-TMSI that need to be random (as the 10 rightmost bits are used to generate the Paging Occasion). 
2>
else:

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1:
Upper layers provide the S-TMSI/5G-S-TMSI if the UE is registered in the TA of the current cell.

1>
if the UE is connected to EPC:

2>
if the UE supports mo-VoiceCall establishment cause and UE is establishing the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes voiceServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

3>
set the establishmentCause to mo-VoiceCall;

2>
else if the UE supports mo-VoiceCall establishment cause for mobile originating MMTEL video and UE is establishing the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes videoServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

3>
set the establishmentCause to mo-VoiceCall;
2>
else:

3>
set the establishmentCause in accordance with the information received from upper layers;

1>
if the UE is connected to 5GC:

2>
set the establishmentCause in accordance with the information received from upper layers;

1>
if the UE is a NB-IoT UE:

2>
if the UE supports multi-tone transmission, include multiToneSupport;

2>
if the UE supports multi-carrier operation, include multiCarrierSupport;

2>
if the UE supports DL channel quality reporting and cqi-Reporting is present in SystemInformationBlockType2-NB:

3>
set the cqi-NPDCCH to include the latest results of the downlink channel quality measurements of the serving cell as specified in TS 36.133 [16];

NOTE 2:
The downlink channel quality measurements may use measurement period T1 or T2, as defined in TS 36.133 [16]. In case period T2 is used the RRC-MAC interactions are left to UE implementation.

2>
set earlyContentionResolution to TRUE;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

<Next modification>
5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE 1:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs, except for SRB0;

2>
discard the stored UE AS context and resumeIdentity;

2>
if stored, discard the stored nextHopChainingCount;

2>
if stored, discard the stored drb-ContinueROHC;

2>
indicate to upper layers fallback of the RRC connection;

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:

2>
set the variable pendingRnaUpdate to 'FALSE', if that is set to TRUE;

2>
discard the stored UE AS context, the fullI-RNTI and the shortI-RNTI;

2>
indicate to upper layers fallback of the RRC connection;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;
1>
stop timer T308, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
stop timer T350, if running;
1>
perform the actions as specified in 5.6.12.4;
1>
release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>
stop timer T360, if running;

1>
stop timer T322, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:

3>
if upper layers provide an S-TMSI:

4>
set the s-TMSI to the value received from upper layers;

3>
else if upper layers provide a 5G-S-TMSI:

4>
set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI with the value received from upper layers;

2>
else if upper layers provide a 5G-S-TMSI:

3>
set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI-Part2 to the 9 bits not previously sent (i.e. the 17th  to 25th left most bits) of 5G-S-TMSI received from upper layers;

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT);

2>
if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3>
set the mmegi and the mmec to the value received from upper layers;

2>
if upper layers provided the 'Registered MME':

3>
include and set the gummei-Type to the value provided by the upper layers;

Editor's Note: FFS Whether the gummei-Type is applicable for E-UTRA5GC

2>
if upper layers provide the 'Registered AMF', include and set the registeredAMF as follows:

3>
if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;

3>
set the amf-Identifier to the value received from upper layers;

2>
if upper layers provide one or more S-NSSAI (see TS 23.003 [27]):

3>
include the s-NSSAI-list and set the content to the values provided by the upper layers;

2>
if the UE supports CIoT EPS optimisation(s):

3>
include attachWithoutPDN-Connectivity if received from upper layers;

3>
include up-CIoT-EPS-Optimisation if received from upper layers;

3>
except for NB-IoT, include cp-CIoT-EPS-Optimisation if received from upper layers;

2>
if the upper layers indicate the selected core network type as 5GC:3>
include the connectTo5GC;

2>
if connecting as an RN:

3>
include the rn-SubframeConfigReq;

2>
if the RRCConnectionSetup is received in response to RRCEarlyDataRequest:

3>
set the dedicatedInfoNAS to a zero-length octet string;

2>
else:

3>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
if the UE has flight path information available:

3>
include flightPathInfoAvailable;

2>
except for NB-IoT and the UE connected to EPC:

3>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

4>
include rlf-InfoAvailable;

3>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableMBSFN;

3>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailable;

3>
if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableBT;

3>
if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableWLAN;

3>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

4>
include connEstFailInfoAvailable;

3>
include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;

3>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

4>
include the mobilityHistoryAvail;

3>
if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:

4>
include the idleMeasAvailable;

4>
stop T331 (if running);
2>
for NB-IoT:

3>
if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:

4>
set the measResultServCell to include the measurements of the serving cell;

 NOTE 2:
The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].

2>
include dcn-ID if a DCN-ID value (see TS 23.401 [41]) is received from upper layers;

2>
if UE needs UL gaps during continuous uplink transmission:

3>
include ue-CE-NeedULGaps;

2>
submit the RRCConnectionSetupComplete message to lower layers for transmission;

1>
if the UE is connected to 5GC:

2>
apply the default NR PDCP configuration as specified in TS 38.331 [82, 9.2.1.1] for SRB1;

2>
use NR PDCP for all subsequent messages received and sent by the UE via SRB1;

1>
the procedure ends:

<TEXT FOR INFORMATION ONLY, NO modification>
5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC;

1>
except for NB-IoT, start timer T302, with the timer value set to the waitTime;
1>
if the UE is a NB-IoT UE; or

1>
if the extendedWaitTime is present and the UE supports delay tolerant access:

2>
forward the extendedWaitTime to upper layers;

1>
if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry;

NOTE:
The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.

1>
if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent to resume a suspended RRC connection:
2>
if the rrc-SuspendIndication is not present:

3>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs;

3>
discard the stored UE AS context and resumeIdentity;

3>
inform upper layers about the failure to resume the RRC connection without suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

2>
else:

3>
if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest for EDT:

4>
perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;

3>
else:

4>
suspend SRB1;

3>
inform upper layers about the failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT for mobile originating CS fallback is applicable, upon which the procedure ends;

1>
else if the RRCConnectionReject is received in response to an RRCConnectionResumeRequest sent while in RRC_INACTIVE:

2>
set the variable pendingRnaUpdate to 'FALSE';

2>
if RRCConnectionReject is received in response to a request from upper layers:

3>
inform the upper layer that access barring is applicable for all access categories except categories '0'and '2';

2>
if RRCConnectionReject is received in response to an RRCConnectionResumeRequest:

3>
if resume is triggered by upper layers:

4>
inform upper layers about the failure to resume the RRC connection;

3>
if resume is triggered by RRC:

4>
set the variable pendingRnaUpdate to 'TRUE';

3>
discard the security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key;

3>
suspend SRB1, upon which the procedure ends;

Editor's note: 'FS Handling of timer T380 upon Reject e.g. stop, re-start, etc.

2>
The UE shall continue to monitor RAN and CN paging while the timer T302 is running.

1>
else:

2>
release the MAC configuration;

2>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls, mobile originating signalling, mobile terminating access and except for NB-IoT, for mobile originating CS fallback is applicable, upon which the procedure ends;

<TEXT FOR INFORMATION ONLY, NO modification>
5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier.

NOTE:
For BL UEs, UEs in CE and NB-IoT, when STATUS reporting, as defined in TS 36.322 [7], has not been triggered and the UE has sent positive HARQ feedback (ACK), as defined in TS 36.321 [6], the lower layers can be considered to have indicated that the receipt of the RRCConnectionRelease message has been successfully acknowledged.

1>
if the RRCConnectionRelease message is received in response to an RRCConnectionResumeRequest for EDT:

2>
discard the stored UE AS context and resumeIdentity;

2>
stop timer T300;

2>
stop timer T302, if running;

2>
stop timer T303, if running;

2>
stop timer T305, if running;

2>
stop timer T306, if running;
2>
stop timer T308, if running;

2>
perform the actions as specified in 5.3.3.7;

2>
stop timer T320, if running;

2>
stop timer T322, if running;

1>
if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to geran; or

1>
if the RRCConnectionRelease message includes idleModeMobilityControlInfo including freqPriorityListGERAN:

2>
if AS security has not been activated; and

2>
if upper layers indicate that redirect to GERAN without AS security is not allowed or if the UE is connected to 5GC:

3>
ignore the content of the RRCConnectionRelease;

3>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other', upon which the procedure ends;

1>
if AS security has not been activated:

2>
ignore the content of redirectedCarrierInfo, if included and indicating redirection to nr;

2>
ignore the content of idleModeMobilityControlInfo, if included and including freqPriorityListNR;

2>
if the UE ignores the content of redirectedCarrierInfo or of idleModeMobilityControlInfo:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;

1>
if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to eutra and if UE is connected to 5GC:

2>
if cn-Type is included:

3>
the received cn-Type is provided to upper layers;

NOTE 1:
Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cn-Type, is up to UE implementation.

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the RRCConnectionRelease message includes the measIdleConfig:

2>
clear VarMeasIdleConfig and VarMeasIdleReport;

2>
store the received measIdleDuration in VarMeasIdleReport;

2>
start T331 with the value of measIdleDuration;

2>
if the measIdleConfig contains measIdleCarrierListEUTRA:

3>
store the received measIdleCarrierListEUTRA in VarMeasIdleConfig;

2>
else:

3>
store the measIdleCarrierListEUTRA received in SIB5 in VarMeasIdleConfig;

2>
start performing idle mode measurements as specified in 5.6.20;

1>
for NB-IoT, if the RRCConnectionRelease message includes the redirectedCarrierInfo:

2>
if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:

3>
store the dedicated offset for the frequency in redirectedCarrierInfo;

3>
start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else:

2>
if the extendedWaitTime is present; and

2>
if the UE supports delay tolerant access or the UE is a NB-IoT UE:

3>
forward the extendedWaitTime to upper layers;

2>
if the extendedWaitTime-CPdata is present and the NB-IoT UE only supports the Control Plane CIoT EPS optimisation:

3>
forward the extendedWaitTime-CPdata to upper layers;
2>
if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:

3>
if rrc-InactiveConfig is included:

4>
perform the actions upon entering RRC_INACTIVE as specified in 5.3.8.7;

3>
else:

4>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC suspension';

2>
else:

3>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other';

<Next modification>
6.2.2
Message definitions

<Partially omitted>
–
RRCConnectionRequest
The RRCConnectionRequest message is used to request the establishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionRequest message
-- ASN1START

RRCConnectionRequest ::=


SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionRequest-r8



RRCConnectionRequest-r8-IEs,



rrcConnectionRequest-r15


SEQUENCE {



RRCConnectionRequest-5GC-r15-IEs,




criticalExtensionsFuture


SEQUENCE {}
}


}

}

RRCConnectionRequest-r8-IEs ::=

SEQUENCE {


ue-Identity






InitialUE-Identity,


establishmentCause




EstablishmentCause,


spare







BIT STRING (SIZE (1))

}
RRCConnectionRequest-5GC-r15-IEs ::=

SEQUENCE {


ue-Identity-5GC





InitialUE-Identity-5GC,


establishmentCause




EstablishmentCause,


spare







BIT STRING (SIZE (1))

}

InitialUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


randomValue






BIT STRING (SIZE (40))

}

InitialUE-Identity-5GC ::=



CHOICE {


ng-5G-S-TMSI-Part1-r15



BIT STRING (SIZE (39)),


randomValue






BIT STRING (SIZE (39))

}

EstablishmentCause ::=



ENUMERATED {











emergency, highPriorityAccess, mt-Access, mo-Signalling,











mo-Data, delayTolerantAccess-v1020, mo-VoiceCall-v1280, spare1}

-- ASN1STOP

	RRCConnectionRequest field descriptions

	establishmentCause

Provides the establishment cause for the RRC connection request as provided by the upper layers. W.r.t. the cause value names: highPriorityAccess concerns AC11..AC15, 'mt' stands for 'Mobile Terminating' and 'mo' for 'Mobile Originating. eNB is not expected to reject a RRCConnectionRequest due to unknown cause value being used by the UE.

	randomValue

Integer value in the range 0 to 240 ( 1.

	ue-Identity

UE identity included to facilitate contention resolution by lower layers and Core Network Overload control. When the s-TMSI is selected it is set to the value received from upper layers.

	ng-5G-S-TMSI-Part1-r15

UE identity included to facilitate contention resolution by lower layers and Core Network Overload control. When the ng-5G-S-TMSI-Part1-r15 is selected it is set to the leftmost 16 bits followed by the rightmost 23 bits of the 5G-S-TMSI received from upper layers; 


<Partially omitted>
–
RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



INTEGER (1..maxPLMN-r11),


registeredMME





RegisteredMME





OPTIONAL,


dedicatedInfoNAS




DedicatedInfoNAS,


nonCriticalExtension



RRCConnectionSetupComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1020-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1020-IEs ::= SEQUENCE {


gummei-Type-r10





ENUMERATED {native, mapped}


OPTIONAL,


rlf-InfoAvailable-r10



ENUMERATED {true}




OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}




OPTIONAL,


rn-SubframeConfigReq-r10


ENUMERATED {required, notRequired}
OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1130-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1250-IEs

OPTIONAL

}

RRCConnectionSetupComplete-v1250-IEs ::= SEQUENCE {


mobilityState-r12




ENUMERATED {normal, medium, high, spare}
OPTIONAL,


mobilityHistoryAvail-r12


ENUMERATED {true}



OPTIONAL,


logMeasAvailableMBSFN-r12


ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1320-IEs





OPTIONAL

}

RRCConnectionSetupComplete-v1320-IEs ::= SEQUENCE {


ce-ModeB-r13





ENUMERATED {supported}





OPTIONAL,


s-TMSI-r13






S-TMSI









OPTIONAL,


attachWithoutPDN-Connectivity-r13
ENUMERATED {true}






OPTIONAL,


up-CIoT-EPS-Optimisation-r13

ENUMERATED {true}






OPTIONAL,


cp-CIoT-EPS-Optimisation-r13

ENUMERATED {true}






OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1330-IEs

OPTIONAL
}

RRCConnectionSetupComplete-v1330-IEs ::= SEQUENCE {


ue-CE-NeedULGaps-r13




ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1430-IEs

OPTIONAL

}

RRCConnectionSetupComplete-v1430-IEs ::= SEQUENCE {


dcn-ID-r14






INTEGER (0..65535)



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1530-IEs





OPTIONAL

}

RRCConnectionSetupComplete-v1530-IEs ::= SEQUENCE {


logMeasAvailableBT-r15



ENUMERATED {true}



OPTIONAL,


logMeasAvailableWLAN-r15


ENUMERATED {true}



OPTIONAL,


idleMeasAvailable-r15



ENUMERATED {true}



OPTIONAL,

flightPathInfoAvailable-r15


ENUMERATED {true}



OPTIONAL,


connectTo5GC-r15






ENUMERATED {true}


OPTIONAL,


registeredAMF-r15





RegisteredAMF-r15



OPTIONAL,


s-NSSAI-list-r15




SEQUENCE(SIZE (1..maxNrofS-NSSAI-r15)) OF S-NSSAI-r15 OPTIONAL,


ng-5G-S-TMSI-Bits-r15




CHOICE {



ng-5G-S-TMSI-r15






NG-5G-S-TMSI-r15,



ng-5G-S-TMSI-Part2-r15




BIT STRING (SIZE (9))


}
















OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

RegisteredMME ::=




SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


mmegi







BIT STRING (SIZE (16)),


mmec







MMEC

}

RegisteredAMF-r15
::=



SEQUENCE {


plmn-Identity-r15




PLMN-Identity





OPTIONAL,


amf-Identifier-r15




AMF-Identifier-r15

}

-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	attachWithoutPDN-Connectivity

This field is used to indicate that the UE performs an Attach without PDN connectivity procedure, as indicated by the upper layers and specified in TS 24.301 [35].

	cp-CIoT-EPS-Optimisation
This field is included when the UE supports the Control plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].

	ce-ModeB

Indicates whether the UE supports operation in CE mode B, as specified in TS 36.306 [5].

	connectTo5GC

This field is included if the upper layers indicate the selected core network type as 5GC, see TS 24.501 [95]. If this field is present, the selectedPLMN-Identity refers to the PLMN list for 5GC.

	dcn-ID

The Dedicated Core Network Identity, see TS 23.401 [41].

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	idleMeasAvailable

Indication that the UE has idle mode measurement report available.

	mmegi

Provides the Group Identity of the registered MME within the PLMN, as provided by upper layers, see TS 23.003 [27].

	mobilityState

This field indicates the UE mobility state (as defined in TS 36.304 [4, 5.2.4.3]) just prior to UE going into RRC_CONNECTED state. The UE indicates the value of medium and high when being in Medium-mobility and High-mobility states respectively. Otherwise the UE indicates the value normal.

	ng-5G-S-TMSI-Part2
The 9 bits of the 5G-S-TMSI not sent in the RRCConnectionRequest (i.e. the 17th to 25th left most bits of 5G-S-TMSI received from upper layers).

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	rn-SubframeConfigReq

If present, this field indicates that the connection establishment is for an RN and whether a subframe configuration is requested or not.

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1. 1 if the 1st PLMN is selected from the 1st plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on.

	s-NSSAI-List

This field is a list of S-NSSAI as indicated by the upper layers. The UE can report up to eight S-NSSAI per NSSAI, see TS 23.003 [27].

	ue-CE-NeedULGaps

Indicates whether the UE needs uplink gaps during continuous uplink transmission in FDD as specified in TS 36.211 [21] and TS 36.306 [5].

	up-CIoT-EPS-Optimisation
This field is included when the UE supports the User plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].


<End of modification>

