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First change

6.1.3.8
Single Entry PHR MAC CE
The Single Entry PHR MAC CE is identified by a MAC PDU subheader with LCID as specified in Table 6.2.1-2.
It has a fixed size and consists of two octet defined as follows (figure 6.1.3.8-1):

-
R: Reserved bit, set to "0";

-
Power Headroom (PH): This field indicates the power headroom level. The length of the field is 6 bits. The reported PH and the corresponding power headroom levels are shown in Table 6.1.3.8-1 below (the corresponding measured values in dB are specified in TS 38.133 [11]);
-
P: This field indicates whether the MAC entity applies power backoff due to power management. The MAC entity shall set P=1 if the corresponding PCMAX,f,c field would have had a different value if no power backoff due to power management had been applied;
-
PCMAX,f,c: This field indicates the PCMAX,f,c (as specified in TS 38.213 [6]) used for calculation of the preceding PH field. The reported PCMAX,f,c and the corresponding nominal UE transmit power levels are shown in Table 6.1.3.8-2 (the corresponding measured values in dBm are specified in TS 38.133 [11]).
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Figure 6.1.3.8-1: Single Entry PHR MAC CE

Table 6.1.3.8-1: Power Headroom levels for PHR

	PH
	Power Headroom Level

	0
	POWER_HEADROOM_0

	1
	POWER_HEADROOM_1

	2
	POWER_HEADROOM_2

	3
	POWER_HEADROOM_3

	…
	…

	60
	POWER_HEADROOM_60

	61
	POWER_HEADROOM_61

	62
	POWER_HEADROOM_62

	63
	POWER_HEADROOM_63


Table 6.1.3.8-2: Nominal UE transmit power level for PHR

	PCMAX,f,c
	Nominal UE transmit power level

	0
	PCMAX_C_00

	1
	PCMAX_C_01

	2
	PCMAX_C_02

	…
	…

	61
	PCMAX_C_61

	62
	PCMAX_C_62

	63
	PCMAX_C_63


End of the first change
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