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1 Introduction
In RAN2 #103bis meeting, it was agreed that:
Agreements

1
UE starts to receive after receiving acknowledgment for SI request in the current modification period

2
UE continues to receive until the end of the modification period or until the SI is received.
In this contribution, we will discuss the cases of Stopping RA procedure for SI request. 
2 Discussion
Stop of RA procedure when there is no remaining SI-window 
When UE performs the RA procedure for SI request, it is possible that the acknowledgement of the SI request has not been successfully received when there is no remaining SI-window of the requested SI message in the current modification period, as shown in Fig 1. For this case, even if UE continues the RA procedure and succeeds in the current modification period, it is still not able to acquire the SI and has to re-initiate the RA procedure in the next modification period. We think UE should has the freedom to stop the meaningless RA procedure. The CR can be found in R2-1818156.
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Fig 1 Illustration of no remaining SI-window while RA is ongoing
Proposal 1: UE stops the RA procedure for SI request if there is no remaining SI-window of the requested SI(s) in the current modification period.

Stop of RA procedure When UE acquires updated SIB1 indicating the broadcast status to broadcasting 
When UE performs the RA procedure for SI request, it is possible that SIB1 updates the broadcast status of the requested SI to broadcasting while UE has not received the acknowledgement of the SI request, as shown in Fig 2. For this case, if UE acquires the updated SIB1, we think UE should has the freedom to stop the meaningless RA procedure. The CR can be found in R2-1818163.
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Fig 2 Illustration of SIB1 updates broadcasting status while RA is ongoing
Proposal 2: UE stops the RA procedure for SI request if UE acquires updated SIB1 indicating broadcasting of the requested SI.
3 Conclusions

Proposal 1: UE stops the RA procedure for SI request if there is no remaining SI-window of the requested SI(s) in the current modification period.

Proposal 2: UE stops the RA procedure for SI request if UE acquires updated SIB1 indicating broadcasting of the requested SI.
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