Page 1



3GPP TSG-RAN WG2 Meeting #104 
R2-1818163
Spokane,USA, Nov. 12th-16th, 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0740
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Stop of SI request procedure upon acquiring updated SIB1

	
	

	Source to WG:
	Xiaomi Communications

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-10-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	When UE performs the RA procedure for SI request, it is possible that SIB1 updates the broadcast status of the requested SI to broadcasting while UE has not received the acknowledgement of the SI request. For this case, if UE acquires the updated SIB1, UE should has the freedom to stop the meaningless RA procedure, but current spec doesn’t allow this.

	
	

	Summary of change:
	To allow UE stops the ongoing RA if UE acquires updated SIB1 indicating broadcasting of the requested SI.
Impact analysis

Impacted functionality:

On-demand SI request
Inter-operability:

1. If the UE is implemented according to this CR but the network is not, there is no interoperability issue since anyway network doesn’t know whether UE acquires the updated SIB1 and thus doesn’t know whether UE stops the RA procedure. 
2. If the network is implemented according to this CR but the UE is not, there is no interoperability issue foreseen.

	
	

	Consequences if not approved:
	The specification asks UE to continue the meaningless RA procedure even though UE already knows the requested SI is broadcasting.
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	Other comments:
	


Next Modified Subclause
5.2.2.3.3
Request for on demand system information

The UE shall:
1>
if SIB1 includes si-SchedulingInfo containing si-RequestConfig or si-RequestConfigSUL:

2>
trigger the lower layer to initiate the Random Access procedure in accordance with [3] using the PRACH preamble(s) and PRACH resource(s) in si-RequestConfig corresponding to the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;

2>
if acknowledgement for SI request is received from lower layers;

3>
acquire the requested SI message(s) as defined in sub-clause 5.2.2.3.2;
1>
else
2>
apply the timeAlignmentTimerCommon included in SIB1;

2>
apply the CCCH configuration as specified in 9.1.1.X;

2>
initiate transmission of the RRCSystemInfoRequest message in accordance with 5.2.2.3.4;

2>
if acknowledgement for RRCSystemInfoRequest message is received from lower layers;

3>
acquire the requested SI message(s) as defined in sub-clause 5.2.2.3.2;
The UE may indicate lower layers to stop the Random Access procedure for requesting SI message(s) for which, if UE has acquired updated SIB1, si-BroadcastStatus is set to broadcasting.
NOTE:
After RACH failure for SI request it is UE implementation when to retry the SI request.
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