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1 Introduction

In last RAN2 meeting, the proposal of delaying BFR until the next DRX active time during DRX off was discussed but no conclusion was reached:
	R2-1815652 Correction to BFR procedure in C-DRX Qualcomm 

-
Nokia is concerned with delaying BFR recovery as the network won’t be able to schedule the UE right away during.  LG and Ericsson are both concerned as well.  Vivo too. 

=>
The CR is postponed


In this contribution, we would like to further discuss this issue.
2 Discussion
The most concerned problem of delaying BFR is that network may not be able to schedule the UE right away when DRX on duration is coming, since the delayed BFR procedure may have not been finished when the DRX on duration comes. If UE has delay critical services, this delay matters. But if UE only has delay tolerance services, this delay doesn’t matter at all.
Observation: Delaying BFR during DRX off has little impact if UE has no delay critical service.

To enable UE only delay BFR when there is no delay critical service, two solutions can be considered:
1. UE implementation to decide whether to delay BFR

2. Network configuration of whether delaying of BFR is allowed.

As UE implementation may be not acceptable to network vendors, the second solution may serve as a compromised way forward, if the related ASN.1 change is acceptable to everyone.

Proposal 1: RAN2 to consider network configurable activation of BFR delay function during DRX off as a compromise.
Another issue may require consideration is that the DRX off may be very long, e.g. 10s. During this period, the beam quality may become well again. Then UE may not need to initiate the delayed BFR.
Proposal 2: RAN2 to discuss whether UE can cancel the delayed BFR when beam quality becomes well again.
3 Conclusions

Proposal 1: RAN2 to consider network configurable activation of BFR delay function during DRX off as a compromise.
Proposal 2: RAN2 to discuss whether UE can cancel the delayed BFR when beam quality becomes well again.
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