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	Reason for change:
	Accoring to TS 23.502, a PDU session can be deactivated after the PDU session is established, and then the PDU session can be activated again. 
SA2 agreed that
1) UE’s NAS layer is aware that the established PDU session has been deactivated when receiving the indication from AS layer that the user plane resource for the PDU session is released, and
2) UE’s NAS layer knows that the PDU session has been activated when receiving the indication from AS layer that the user plane resource for the PDU session is established.

At RAN2 #103bis meeting, indication for user plane resource establishment was captured in TS 38.331 as below: 
2> if an sdap-Config is included:
3> if an SDAP entity with the received pdu-Session does not exist:
4> establish an SDAP entity as specified in TS 37.324 [xx] section 5.1.1;
4> indicate the establishment of the user plane resources for the pdu-Session to upper layers;

By using this indication, NAS layer can be aware that PDU session has been activated. However, NAS layer still doesn’t know if PDU session is deactivated. Therefore, it is necessary to provide indication for user plane resource release.

	
	

	Summary of change:
	An indication of user plane resource release is provided to upper layer when all user plane resource for the PDU session is released.

	
	

	Consequences if not approved:
	NAS layer doesn’t know if PDU session is deactivated.
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[bookmark: _Toc494131072]5.3.5.6	Radio Bearer configuration
[bookmark: _Toc510018490]5.3.5.6.1	General
The UE shall perform the following actions based on a received RadioBearerConfig IE:
1>	if the RadioBearerConfig includes the srb3-ToRelease and set to true:
2>	perform the SRB release as specified in 5.3.5.6.2;
1>	if the RadioBearerConfig includes the srb-ToAddModList:
2>	perform the SRB addition or reconfiguration as specified in 5.3.5.6.3;
1>	if the RadioBearerConfig includes the drb-ToReleaseList:
2>	perform DRB release as specified in 5.3.5.6.4;
1>	if the RadioBearerConfig includes the drb-ToAddModList:
2>	perform DRB addition or reconfiguration as specified in 5.3.5.6.5.
1>	release all SDAP entities, if any, that have no associated DRB as specified in TS 37.324 [xx] section 5.1.2, and indicate the release of the user plane resources for PDU Sessions associated with the released SDAP entities to upper layers.
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