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[bookmark: _Toc525763238][bookmark: _Toc525856886]
************************************** Start of the first change***********************************

[bookmark: _Hlk528764229]5.5.2.3	Measurement identity addition/modification
The network applies the procedure as follows:
-	configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.
The UE shall:
1>	for each measId included in the received measIdToAddModList:
2>	if measPriorityRank is not configured; or
2>	if the number of currently configured measId is less than measPriorityRank of this measID: 
23>	if an entry with the matching measId exists in the measIdList within the VarMeasConfig:
34>	replace the entry with the value received for this measId;
32>	else:
43>	add a new entry for this measId within the VarMeasConfig;
32>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
32>	stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId.
32>	if the reportType is set to reportCGI in the reportConfig associated with this measId;
43>	if the measObject associated with this measId concerns E-UTRA:
45>	start timer T321 with the timer value set to X seconds for this measId;
43>	if the measObject associated with this measId concerns NR:
54>	start timer T321 with the timer value set to Y seconds for this measId;
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******************************** End of the first change ************************
3GPP

****************************************** Start of the second change***************************************

[bookmark: _Toc525763355]6.3.2	Radio resource control information elements
*unaffected IEs are excluded
–	MeasIdToAddModList
The IE MeasIdToAddModList concerns a list of measurement identities to add or modify, with for each entry the measId, the associated measObjectId and the associated reportConfigId.
MeasIdToAddModList information element
-- ASN1START
-- TAG-MEAS-ID-TO-ADD-MOD-LIST-START

MeasIdToAddModList ::=              SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod

MeasIdToAddMod ::=                  SEQUENCE {
    measId                              MeasId,
    measObjectId                        MeasObjectId,
    reportConfigId                      ReportConfigId
}

MeasIdToAddMod-v15xy ::=                  SEQUENCE {
    measPriorityRank-v15xy                INTEGER (1..maxNrofMeasId),
}


-- TAG-MEAS-ID-TO-ADD-MOD-LIST-STOP
-- ASN1STOP
******************************************* End of the second change ****************************************


*******************************************  Start of the third change ******************************************
[bookmark: _Toc525763585]–	MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).
MeasAndMobParameters information element
-- ASN1START
-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {
    measAndMobParametersCommon              MeasAndMobParametersCommon          OPTIONAL,
    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,
    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {
    supportedGapPattern                 BIT STRING (SIZE (22))          OPTIONAL,
    ssb-RLM                             ENUMERATED {supported}          OPTIONAL,
    ssb-AndCSI-RS-RLM                   ENUMERATED {supported}          OPTIONAL,
    ...,
    [[
    eventB-MeasAndReport        ENUMERATED {supported}      OPTIONAL,
    handoverFDD-TDD             ENUMERATED {supported}      OPTIONAL,
    eutra-CGI-Reporting         ENUMERATED {supported}      OPTIONAL,
    nr-CGI-Reporting            ENUMERATED {supported}      OPTIONAL,
    measPriorityRank            ENUMERATED {supported}      OPTIONAL
    ]]
}

MeasAndMobParametersXDD-Diff ::=            SEQUENCE {
    intraAndInterF-MeasAndReport        ENUMERATED {supported}  OPTIONAL,
    eventA-MeasAndReport                ENUMERATED {supported}  OPTIONAL,
    ...,
    [[
    handoverInterF              ENUMERATED {supported}  OPTIONAL,
    handoverLTE             ENUMERATED {supported}  OPTIONAL,
    handover-eLTE               ENUMERATED {supported}  OPTIONAL
    ]]
}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {
    ss-SINR-Meas                        ENUMERATED {supported}      OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithSSB        ENUMERATED {supported}      OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithoutSSB     ENUMERATED {supported}      OPTIONAL,
    csi-SINR-Meas                       ENUMERATED {supported}      OPTIONAL,
    csi-RS-RLM                          ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    handoverInterF              ENUMERATED {supported}  OPTIONAL,
    handoverLTE             ENUMERATED {supported}  OPTIONAL,
    handover-eLTE               ENUMERATED {supported}  OPTIONAL
    ]]
}

-- TAG-MEASANDMOBPARAMETERS-STOP
-- ASN1STOP

******************************** End of the third change**********************************
