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	Reason for change:
	In the inter-MN HO without SN change procedure, the target MN can get the allowed BC list from the Handover Request and the selected BC from the SgNB Addition Request Acknowledge. Since the allowed BC list may include the BC which is not selected by SN, the target MN may not be able to decide appropriate LTE BC before receiving the selected BC.

It means that when the target MN want to measure the SCell frequency, the subsequent MeNB initiated SgNB Modification procedure may be needed for the gap coordination. Since the selected BC has already stored in the source MN, it can be sent in HandoverPraparationInformation for reducing this unnecessary signalling. 

	
	

	Summary of change:
	Add the selectedbandCombinationInfoEN-DC IE in AS-Context. This IE includes the BandCombinationInfoSN IE specified in TS 38.331.
Impact Analysis
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Inter-MN HO w/o SN change.
Inter-operability

There is no problem since this change is backward compatible.
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	Start of change


–
AS-Context
The IE AS-Context is used to transfer local E-UTRAN context required by the target eNB.

AS-Context information element

-- ASN1START

AS-Context ::=






SEQUENCE {


reestablishmentInfo





ReestablishmentInfo


OPTIONAL
-- Cond HO

}

AS-Context-v1130 ::=




SEQUENCE {


idc-Indication-r11





OCTET STRING (CONTAINING












InDeviceCoexIndication-r11)
OPTIONAL,
-- Cond HO2


mbmsInterestIndication-r11



OCTET STRING (CONTAINING












MBMSInterestIndication-r11)
OPTIONAL,
-- Cond HO2


powerPrefIndication-r11




OCTET STRING (CONTAINING












UEAssistanceInformation-r11)
OPTIONAL,
-- Cond HO2


...,


[[
sidelinkUEInformation-r12



OCTET STRING (CONTAINING













SidelinkUEInformation-r12)
OPTIONAL
-- Cond HO2


]],


[[
sourceContextEN-DC-r15



OCTET STRING




OPTIONAL
-- Cond HO2


]],


[[
selectedbandCombinationInfoEN-DC-v1540

OCTET STRING


OPTIONAL
-- Cond HO2


]]
}

AS-Context-v1320 ::=




SEQUENCE {


wlanConnectionStatusReport-r13


OCTET STRING (CONTAINING












WLANConnectionStatusReport-r13)
OPTIONAL
-- Cond HO2

}
-- ASN1STOP

	AS-Context field descriptions

	idc-Indication

Including information used for handling the IDC problems.

	reestablishmentInfo

Including information needed for the RRC connection re-establishment.

	sourceContextEN-DC

EN-DC related context information, in particular regarding the UE capability coordination, as defined by the SCG-ConfigRestrictInfoSCG IE specified in TS 38.331 [82].

	selectedBandCombinationInfoEN-DC
Including the BandCombinationInfoSN IE specified in TS 38.331 [82].


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.


	End of change


