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	Reason for change:
	It is not clear if the UE releases the default MAC configuration used before enters RRC_CONNECTED or the stored configuration. As the UE should not delete the stored configuration, to avoid any risk, the UE simply reset MAC without deleting any MAC configuration.

To keep some level of consistency, the same action is done regardless if RRCReject is received in response to RRCResumeRequest, RRCResumeRequest1 or RRCSetupRequest.

The use name for the IPA version have been maintained with change on top marked with “Updated-to-IPA-CR-Alt1”.
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	Summary of change:
	Remove the action of deleting MAC configuration upon the reception of RRCReject, not only for resuem but also setup.

	
	

	Consequences if not approved:
	It is ambiguous whether the UE shall delete the default MAC configuration or the stored MAC configuration.

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	






[bookmark: _Toc500942635][bookmark: _Toc509405757][bookmark: _Hlk504049857][bookmark: _Hlk504055217][bookmark: _Toc524434363]START OF THE CHANGE
5.3.15.2	Reception of the RRCReject by the UE
The UE shall:
1>	stop timer T300, if running; 
1>	stop timer T319, if running;
1>	stop timer T302, if running;
1>	reset MAC and release the MAC configuration;
1> if waitTime is configured in the RRCReject:
21>	start timer T302, with the timer value set to the waitTime;
1>	set the variable pendingRnaUpdate to 'FALSE';
1>	if RRCReject is received in response to a request from upper layers:

2>	inform the upper layer that access barring is applicable for all access categories except categories ‘0’and '2';
1>	else if RRCReject is received in response to an RRCSetupRequest:
2>	inform upper layers about the failure to setup the RRC connection, upon which the procedure ends;
1>	if RRCReject is received in response to an RRCResumeRequest or an RRCResumeRequest1:
2>	if resume is triggered by upper layers: or
32>	inform upper layers about the failure to resume the RRC connection;
Editor’s Note: FFS In which cases upper layers are informed that a resume failure occurred upon the reception of RRC Reject.
2>	if resume is triggered by RRC:
3>	set the variable pendingRnaUpdate to 'TRUE';
2>	discard the KgNB,security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key derived in accordance with 5.3.13.3;
2>	suspend SRB1, upon which the procedure ends;
Editor’s Note: FFS Handling of timer T380 upon Reject e.g. stop, re-start, etc.
The RRC_INACTIVE UE shall continue to monitor paging while the timer T302 is running. 
END OF THE CHANGE
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