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1 Introduction
This document provides a text proposal to TR 38.885 [1] based on the outcome of email discussion in [2]. 
2 Text proposal to TR 38.885
	TEXT PROPOSAL START


5.1.4
L2/L3 protocols
In NR sidelink, V2X communication is supported for all RRC_CONNECTED UEs, RRC_INACTIVE UEs and RRC_IDLE UEs. 

Both UEs in RRC_INACTIVE and those in RRC_IDLE perform V2X communication in NR sidelink by using the cell-specific configurations included in system information specific to V2X.

To support V2X communication in NR sidelink, NR RRC layer provides at least the following functionalities in Uu:
· Acquisition of V2X-specific system information;
· Establishment of RRC connection for V2X sidelink communication. For the UE configured by the upper layers to transmit V2X communication in NR sidelink with related data available, an RRC connection is established, if at least the following condition(s) are met:
· the frequency on which the UE is configured to transmit V2X communication in NR sidelink is included in the V2X-specific SIB, without transmission resource pool for that frequency included;
· Mobility management:

· During handover, the transmission and reception of V2X communication in NR sidelink are performed based on at least the following configuration(s)/operation(s):
· Configuration of the exceptional transmission resource pool and reception resource pool of the target cell, which are used by the UE during handover, are conveyed in the handover command. 
· Cell selection and reselection for V2X communication in NR sidelink are performed based on at least the following criterion(-a)/configurations
· The carrier frequencies that may provide V2X sidelink resource configuration or inter-frequency configuration can be (pre)configured;

· The frequencies providing inter-frequency V2X configurations in NR sidelink are prioritized during cell (re)selection;
· It is up to UE implementation how to minimize the interruption of V2X transmission and reception in NR sidelink during cell reselection
· Sidelink UE information reporting;

· Sidelink related measurement and reporting (including the measuring and reporting of CBR and the reporting of location information);
Editor's note: Whether to support CBR measurement and reporting is with RAN1 dependency.
· Reporting of UE assistance information for traffic pattern;

Editor's note: The above RRC functionality list is subject to further study and may be updated by adding more functionalities. No other solutions than those listed above are excluded.
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3 Conclusion
RAN2 is suggested to agree on the TP provided above, and inform RAN1 to capture the agreed TP into TR 38.885. 
4 Reference

[1] 3GPP TR 38.885 V0.1.0 (2018-10); 3rd Generation Partnership Project; Technical Specification Group Radio Access Network; NR; Study on Vehicle-to-Everything(Release 16)
[2] R2-1816515, Summary of [103bis#37][NR/V2X] - NR sidelink design, CP aspects, Huawei (rapporteur).

 1/2

