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	Reason for change:
	If cell reselection occurs while T302 is running and the UE entering RRC_IDLE, the UE shall performs barring alleviation behaviors in 5.3.14.4. But current specification not mention this behaviour.

	
	

	Summary of change:
	Add description about the barring alleviation behaviours when UE enter into RRC_IDLE.
Impact analysis
Impacted functionality:

UE behaviour when entering RRC_IDLE.
Inter-operability: 

There is no inter-operability issue.

	
	

	Consequences if not approved:
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	Other comments:
	


****************************************First change **************************************
5.3.11
UE actions upon going to RRC_IDLE

UE shall:

1>
reset MAC;
1> if T302 is running:
2>
stop timer T302;

2>
perform the actions as specified in 5.3.14.4;
1>
stop all timers that are running except T320 and T325;

1>
discard any stored AS context, fullI-RNTI, shortI-RNTI-Value, ran-PagingCycle and ran-NotificationAreaInfo;

1>
discard the AS security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if stored;

1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity and SDAP for all established RBs;

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
enter RRC_IDLE and perform procedures as specified in TS 38.304 [21], except if going to RRC_IDLE was triggered by reception of the MobilityFromNRCommand message or by selecting an inter-RAT cell while T311 was running.

****************************************End of changes **************************************
