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1. Overall Description:

RAN2 thanks SA2 for its LS on NR indication. RAN2 discussed the solution and would like to provide the following feedback.

RAN2 answer: 
RAN2 identified the following potential additional requirements that may need to be considered for the NR indication.

1. NR UE AS capability check (e.g. LTE-NR band combination);

2. NR measurement to avoid the false NR indication.

For 1, EN-DC capable UE may need to check if the band-combination of the LTE frequency band + the NR frequency band is supported by the UE and the UE should indicate the NR indication only when it’s supported. In addition, if the deployment options (e.g. EN-DC/option 3, SA/option2) are protected by UE capability, then the deployment option capability also needs to be considered for the NR indication.
For 2, LTE cell and NR cell coverage may be different and so even if the NR indication is signaled in the LTE system information, then UE isn’t sure if the NR is really supported at the current location. To address the false NR indication issue, NR measurement may need to be considered for the NR indication. If it’s required, RAN2 needs further study on how to support the additional NR measurement.
2. Actions:

To SA2
ACTION: 
RAN2 kindly asks SA2 to take the information above into account. 
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #99bis    9 - 13 October 2017,

Prague, Czech Republic
TSG RAN2 Meeting #100
     27 November - 1 December 2017,
Reno, USA
