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First change

5.6.10.3
Actions related to transmission of UEAssistanceInformation message

The UE shall set the contents of the UEAssistanceInformation message for power preference indications:

1>
if configured to provide power preference indication and if the UE prefers a configuration primarily optimised for power saving:

2>
set powerPrefIndication to lowPowerConsumption;

1>
else if configured to provide power preference indication:

2>
start or restart timer T340 with the timer value set to the powerPrefIndicationTimer;

2>
set powerPrefIndication to normal;

The UE shall set the contents of the UEAssistanceInformation message for SPS assistance information:

1>
if configured to provide SPS assistance information:

2>
if there is any traffic for V2X sidelink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListSL in the UEAssistanceInformation message;

2>
if there is any traffic for uplink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListUL in the UEAssistanceInformation message;

The UE shall set the contents of the UEAssistanceInformation message for bandwidth preference indications:

1>
start timer T341 with the timer value set to the bw-PreferenceIndicationTimer;

1>
set bw-Preference to its preferred configuration;
The UE shall set the contents of the UEAssistanceInformation message for delay budget report:
1>
if configured to provide delay budget report:
2>
if the UE prefers an adjustment in the connected mode DRX cycle length:

3>
set delayBudgetReport to type1 according to a desired value; 
2>
else if the UE prefers coverage enhancement configuration change:

3>
set delayBudgetReport to type2 according to a desired value;
2>
start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer;
The UE shall set the contents of the UEAssistanceInformation message for the RLM report:

1>
if T314 has expired:

2>
set rlm-event to earlyOutOfSync;

2>
start timer T343 with the timer value set to the rlmReportTimer:

1>
if T315 has expired:

2>
set rlm-event to earlyInSync;

2>
start timer T344 with the timer value set to the rlmReportTimer:

2>
if configured to report rlmReportRep-MPDCCH:

3>
set excessRep-MPDCCH to the value indicated by lower layers;
The UE shall submit the UEAssistanceInformation message to lower layers for transmission.

NOTE 1:
It is up to UE implementation when and how to trigger SPS assistance information.

NOTE 2:
It is up to UE implementation to set the content of trafficPatternInfoListSL and trafficPatternInfoListUL.

NOTE 3:
Traffic patterns for different Destination Layer 2 IDs are provided in different entries in trafficPatternInfoListSL.
Second change

6.3.2
Radio resource control information elements

<Omitted text>
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element

-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}
















OPTIONAL,
-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig


OPTIONAL,

-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}















OPTIONAL,
-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10



BOOLEAN






OPTIONAL,

-- Need ON



cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,
-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1020











UplinkPowerControlDedicated-v1020
OPTIONAL

-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],


[[
-- DL configuration as well as configuration applicable for DL and UL



csi-RS-ConfigNZPToReleaseList-r11










CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11










CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11











CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11
CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11



EPDCCH-Config-r11



OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130

PDSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130


CQI-ReportConfig-v1130


OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1130

PUCCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130

PUSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1130










UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON


]],


[[
antennaInfo-v1250



AntennaInfoDedicated-v1250

OPTIONAL,
-- Cond AI-r10



eimta-MainConfig-r12


EIMTA-MainConfig-r12


OPTIONAL,

-- Need ON



eimta-MainConfigPCell-r12

EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1250

PUCCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON



cqi-ReportConfigPCell-v1250

CQI-ReportConfig-v1250


OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1250

PUSCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON


csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON

]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-r13


PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-r13


PUSCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pdcch-CandidateReductions-r13











PDCCH-CandidateReductions-r13
OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310




CQI-ReportConfig-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13







SoundingRS-UL-ConfigDedicatedUpPTsExt-r13

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13





SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

OPTIONAL,

-- Need ON



csi-RS-Config-v1310



CSI-RS-Config-v1310



OPTIONAL,

-- Need ON



ce-Mode-r13




CHOICE {




release





NULL,




setup





ENUMERATED {ce-ModeA,ce-ModeB}



}















OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON


]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
typeA-SRS-TPC-PDCCH-Group-r14 
CHOICE {




release






NULL,




setup






SEQUENCE (SIZE (1..32)) OF SRS-TPC-PDCCH-Config-r14



}















OPTIONAL,

-- Need ON



must-Config-r14 





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON



pusch-EnhancementsConfig-r14

PUSCH-EnhancementsConfig-r14

OPTIONAL,
-- Need ON


ce-pdsch-pusch-EnhancementConfig-r14

ENUMERATED {on} 
OPTIONAL,
-- Need OR



antennaInfo-v1430



AntennaInfoDedicated-v1430

OPTIONAL, 
-- Need ON



pucch-ConfigDedicated-v1430

PUCCH-ConfigDedicated-v1430

OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1430

PDSCH-ConfigDedicated-v1430

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1430

PUSCH-ConfigDedicated-v1430
OPTIONAL,

-- Need ON



soundingRS-UL-PeriodicConfigDedicatedList-r14


SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Cond PeriodicSRSPCell


soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Cond PeriodicSRSExt





soundingRS-UL-AperiodicConfigDedicatedList-r14


SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Cond AperiodicSRS


soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14
SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Cond AperiodicSRSExt


csi-RS-Config-v1430



CSI-RS-Config-v1430



OPTIONAL,

-- Need ON



csi-RS-ConfigZP-ApList-r14



CSI-RS-ConfigZP-ApList-r14
OPTIONAL,
-- Need ON



cqi-ReportConfig-v1430




CQI-ReportConfig-v1430
OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN




OPTIONAL
-- Need ON


]]

}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10












AntennaInfoDedicated-r10
OPTIONAL,

-- Need ON



crossCarrierSchedulingConfig-r10










CrossCarrierSchedulingConfig-r10
OPTIONAL,

-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated
OPTIONAL

-- Need ON


}
















OPTIONAL,
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10

OPTIONAL,

-- Need ON



pusch-ConfigDedicatedSCell-r10









PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Cond PUSCH-SCell1



uplinkPowerControlDedicatedSCell-r10









UplinkPowerControlDedicatedSCell-r10
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-r10











SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020










SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11










CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11











CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11










CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11











CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11


OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130
OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130










PUSCH-ConfigDedicated-v1130

OPTIONAL,
-- Cond PUSCH-SCell1



uplinkPowerControlDedicatedSCell-v1130










UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON


]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250
OPTIONAL,

-- Need ON



eimta-MainConfigSCell-r12











EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250

OPTIONAL,

-- Need ON 



uplinkPowerControlDedicatedSCell-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON

]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON


]],


[[
pucch-Cell-r13





ENUMERATED {true}

OPTIONAL,
-- Cond PUCCH-SCell1



pucch-SCell






CHOICE{




release







NULL,




setup







SEQUENCE {





pucch-ConfigDedicated-r13












PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON





schedulingRequestConfig-r13













SchedulingRequestConfigSCell-r13
OPTIONAL,

-- Need ON





tpc-PDCCH-ConfigPUCCH-SCell-r13














TPC-PDCCH-ConfigSCell-r13
OPTIONAL,

-- Need ON





pusch-ConfigDedicated-r13













PUSCH-ConfigDedicated-r13
OPTIONAL,
-- Cond PUSCH-SCell





uplinkPowerControlDedicated-r13











UplinkPowerControlDedicatedSCell-v1310
OPTIONAL
-- Need ON




}



}















OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r13







CrossCarrierSchedulingConfig-r13
 OPTIONAL,
-- Cond Cross-Carrier-Config



pdcch-ConfigSCell-r13



PDCCH-ConfigSCell-r13

OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310



CQI-ReportConfig-v1310

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13








SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13






SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Need ON



csi-RS-Config-v1310




CSI-RS-Config-v1310


OPTIONAL,

-- Need ON



laa-SCellConfiguration-r13


LAA-SCellConfiguration-r13
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON


]],


[[
cqi-ReportConfig-v1320



CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
laa-SCellConfiguration-v1430

LAA-SCellConfiguration-v1430



















OPTIONAL,
-- Need ON



typeB-SRS-TPC-PDCCH-Config-r14 

SRS-TPC-PDCCH-Config-r14
OPTIONAL,
-- Need ON



uplinkPUSCH-LessPowerControlDedicated-v1430 

UplinkPUSCH-LessPowerControlDedicated-v1430 OPTIONAL,

-- Need ON


soundingRS-UL-PeriodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated





 OPTIONAL,

-- Cond PeriodicSRS


soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13





 OPTIONAL,

-- Cond PeriodicSRSExt





soundingRS-UL-AperiodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-AperiodicSet-r14





 OPTIONAL,

-- Cond AperiodicSRS


soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-AperiodicSetUpPTsExt-r14   


 OPTIONAL,

-- Cond AperiodicSRSExt


must-Config-r14 





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON


pusch-ConfigDedicated-v1430 


PUSCH-ConfigDedicatedSCell-v1430
OPTIONAL,
-- Need ON



csi-RS-Config-v1430





CSI-RS-Config-v1430


OPTIONAL,
-- Need ON



csi-RS-ConfigZP-ApList-r14



CSI-RS-ConfigZP-ApList-r14

OPTIONAL,
-- Need ON



cqi-ReportConfig-v1430




CQI-ReportConfig-v1430
OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN





OPTIONAL,
-- Need ON



pdsch-ConfigDedicatedSCell-v1430

PDSCH-ConfigDedicatedSCell-v1430

OPTIONAL

-- Need ON


]]

}

LAA-SCellConfiguration-r13 ::=


SEQUENCE {


subframeStartPosition-r13



ENUMERATED {s0, s07},


laa-SCellSubframeConfig-r13



BIT STRING (SIZE(8))

}

LAA-SCellConfiguration-v1430 ::=

SEQUENCE {


crossCarrierSchedulingConfig-UL-r14
CHOICE {



release








NULL,



setup








SEQUENCE {




crossCarrierSchedulingConfigLAA-UL-r14

CrossCarrierSchedulingConfigLAA-UL-r14



}


}












OPTIONAL,
-- Cond Cross-Carrier-ConfigUL


lbt-Config-r14







LBT-Config-r14


OPTIONAL,

-- Need ON


pdcch-ConfigLAA-r14






PDCCH-ConfigLAA-r14 
OPTIONAL,

-- Need ON


absenceOfAnyOtherTechnology-r14


ENUMERATED {true}

OPTIONAL,

-- Need OR


soundingRS-UL-ConfigDedicatedAperiodic-v1430







SoundingRS-UL-ConfigDedicatedAperiodic-v1430
OPTIONAL

-- Need ON

}

LBT-Config-r14 ::=

CHOICE{


maxEnergyDetectionThreshold-r14



INTEGER(-85..-52),


energyDetectionThresholdOffset-r14


INTEGER(-13..20)

}

CSI-RS-ConfigNZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZPId-v1310

CSI-RS-ConfigZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZP-r11

CSI-RS-ConfigZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZPId-r11

SoundingRS-AperiodicSet-r14 ::= SEQUENCE{


srs-CC-SetIndexList-r14














SEQUENCE (SIZE (1..4)) OF SRS-CC-SetIndex-r14
















 OPTIONAL,
-- Cond SRS-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodic-r14













SoundingRS-UL-ConfigDedicatedAperiodic-r10

}

SoundingRS-AperiodicSetUpPTsExt-r14 ::= SEQUENCE{


srs-CC-SetIndexList-r14









SEQUENCE (SIZE (1..4)) OF SRS-CC-SetIndex-r14 
















OPTIONAL,
-- Cond SRS-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r14












SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

}

-- ASN1STOP

