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	Reason for change:
	In the event of a resource conflict between multiple UL SPS configurations configured with Uplink Semi-Persistent Scheduling V-RNTI, the UE behaviour is left to UE implementation. 

However, when the event occurs, if skipUplinkTxSPS is not configured, the UE shall use one configured resource to transmit a MAC PDU regardless of whether ‘data available for transmission’ is present or not. Even if skipUplinkTxSPS is configured, when ‘data available for transmission’ is present, the UE shall use one configured resource to transmit a MAC PDU.



	
	

	Summary of change:
	If configured uplink grants of mulitple UL SPS configurations configured with Uplink Semi-Persistent Scheduling V-RNTI occur in the same subframe, the UE shall select one of the configured uplink grants in conflict. Which configured uplink grant is selected is left for UE implementation.


	
	

	Consequences if not approved:
	It is unclear whether or not UE is allowed to skip all grants in conflict, if there is no data available for transmission. In addition, it is unclear whether or not UE can choose one of the grants in conflict, if there is data available for transmission.
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5.10.2
Uplink

After a Semi-Persistent Scheduling uplink grant is configured, the MAC entity shall:

-
if twoIntervalsConfig is enabled by upper layer:

-
set the Subframe_Offset according to Table 7.4-1.

-
else:

-
set Subframe_Offset to 0.

-
consider sequentially that the Nth grant occurs in the subframe for which:

-
(10 * SFN + subframe) = [(10 * SFNstart time + subframestart time) + N * semiPersistSchedIntervalUL + Subframe_Offset * (N modulo 2)] modulo 10240.
Where SFNstart time and subframestart time are the SFN and subframe, respectively, at the time the configured uplink grant were (re-)initialised.

For TDD, the MAC entity is configured with semiPersistSchedIntervalUL shorter than 10 subframes, the Nth grant shall be ignored if it occurs in a downlink subframe or a special subframe.

If the MAC entity is not configured with skipUplinkTxSPS, the MAC entity shall clear the configured uplink grant immediately after implicitReleaseAfter [8] number of consecutive new MAC PDUs each containing zero MAC SDUs have been provided by the Multiplexing and Assembly entity, on the Semi-Persistent Scheduling resource.
If SPS confirmation has been triggered and not cancelled:

-
if the MAC entity has UL resources allocated for new transmission for this TTI:

-
instruct the Multiplexing and Assembly procedure to generate an SPS confirmation MAC Control Element as defined in subclause 6.1.3.11;

-
cancel the triggered SPS confirmation.

The MAC entity shall clear the configured uplink grant immediately after first transmission of SPS confirmation MAC Control Element triggered by the SPS release.

NOTE:
Retransmissions for Semi-Persistent Scheduling can continue after clearing the configured uplink grant.
For BL UEs or UEs in enhanced coverage SFNstart time and subframestart time refer to SFN and subframe of the first transmission of PUSCH where configured uplink grant was (re-)initialized.

If configured uplink grants of mulitple UL SPS configurations configured with Uplink Semi-Persistent Scheduling V-RNTI occur in the same subframe, the UE shall select one of the configured uplink grants in conflict. Which configured uplink grant is selected is left for UE implementation. 
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