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1 Introduction
During NR study, RAN2 discussed potential enhancements to baseline handover procedure. Different enhancements were proposed to reduce interruption times and improve reliability of baseline handover. In particular, one solution direction that was discussed is the conditional handover (e.g. mobility control info with a trigger condition) as a means to improve the reliability of handover procedure.
In RAN2#97, it was agreed that conditional handover can be discussed during WI phase: 
=>
'Conditional' handover can continue to be discussed within the WI phase
In RAN2#97bis, it was agreed that enhancements can be discussed once the basic handover mechanism is stable. 
=>
We will progress the basic HO mechanism for NR and when stable we can discuss whether to support conditional handover and discuss other potential optimisations.
1.1 Conditional Reconfiguration
The main reason for handover failures in LTE was attributed to the loss of the handover command. The legacy handover procedures depend on serving cell quality to be below a threshold and/or availability of better quality neighbor, such that measurement report can be triggered by the UE while at the same time serving cell quality stays good enough so that the measurement report reaches the network and handover command from the network can be successfully received by the UE. Often such delicate balance is hard to achieve, particularly when the quality of serving cell may drop rapidly within a short period of time. As a result, UE may experience radio link failure and subsequent re-establishment leads to more interruption times. The increased interruption times are not desirable, particularly for services such as URLLC and high throughput eMBB traffic. In NR such issues become magnified particularly at high frequencies where the serving cell quality may degrade faster due to narrow beamforming, blockages etc. 

Considering above issues, mechanisms are needed to improve robustness and reliability of control signaling in NR. The key issue here is that the decision of when to execute a reconfiguration is implicitly tied to reception of such reconfiguration command from the network. The solution direction could be to remove such dependency, so that the UE is allowed to receive a reconfiguration when the serving cell quality is still reasonable, but apply the reconfiguration at a later point in time, for example, when the serving cell quality is degraded. In other words, network configures how to detect an impairment event (e.g. trigger condition for handover event) and what corrective action to perform (e.g. reconfiguration with mobilityControlInfo), whereas the UE determines when to apply the reconfiguration based on occurrence of such impairment event.
Proposal 1:
In addition to legacy reconfiguration (i.e. an immediate reconfiguration), NR provides means to decouple the timing of reconfiguration execution from reception of reconfiguration command. 
Proposal 2:
NR allows for a reconfiguration to be associated with a trigger condition explicitly configured by the network (i.e. a conditional reconfiguration). The details of trigger conditions can be FFS.
As with the legacy reconfiguration, the UE should first check whether it can comply with the received conditional reconfiguration. For example, the UE should verify that the reconfiguration and/or monitoring the trigger conditions does not exceed UE capabilities. For some reason, if the UE is unable to comply with the received reconfiguration, UE should indicate to the network in a RRC message with appropriate cause value.  Upon verifying that the it can comply with the conditional reconfiguration, the UE should store the reconfiguration and start to monitor the trigger condition 
Proposal 3:
Upon receiving a reconfiguration with associated a trigger condition, a UE verifies whether it can comply with the reconfiguration. 
Proposal 4:
If the UE is able to comply with the conditional reconfiguration, the UE stores the received reconfiguration and starts to monitor the trigger condition associated with the reconfiguration. 

When the trigger condition is satisfied, UE should apply the associated stored reconfiguration command (e.g. a mobilityControlInfo). In other words, UE should perform actions as if an immediate reconfiguration is received from the network.

Proposal 5:
A UE executes the stored reconfiguration when the associated trigger condition is satisfied, i.e. UE should perform actions as if an immediate reconfiguration is received from the network. 

Even when conditional reconfiguration is supported, it should still be possible for the network to trigger an immediate reconfiguration, i.e. reconfiguration without a trigger condition. UE should be able to handle/process an immediate reconfiguration anytime, even when a conditional reconfiguration is stored at the UE. The immediate reconfiguration if/when received always takes precedence over the conditional reconfiguration. It should also be possible for the network to trigger immediate reconfiguration to a different target cell or for a target cell for which a conditional reconfiguration already exists at the UE.
Proposal 6:
As long as a UE stays in the serving cell, the UE should be able to receive and process any immediate reconfiguration commands from the network irrespective of any stored conditional reconfiguration.
Proposal 7:
A UE overrides any stored conditional reconfiguration when an immediate reconfiguration with mobilityControlInfo is received. 
The UE should be able to access the target cell when the trigger condition is satisfied without any further assistance from the source or reading broadcast information in the target cell. To this end, the conditional reconfiguration should provide all the information necessary for the UE to access the target cell. Such information includes RACH configuration for the target cell. Optionally dedicated preambles can be configured for reduced interruption time during handover. Further in RAN97bis we agreed that HO command includes RACH config for the target cell beams. 

Agreements:

1
Handover command can contain at least cell identity of the target cell and RACH configuration(s) associated to the beams of the target cell. RACH configuration(s) can include configuration for contention-free random access.

It is natural to assume that such parameters will also be provided in case of conditional reconfiguration.

Proposal 8:
Conditional reconfiguration shall contain information required to access the target cell including RACH configuration associated with beams of the target cell. RACH configuration(s) can include configuration for contention-free random access.
There could be scenarios where the trigger conditions may not be satisfied for extended periods of time and UE stays in the serving cell. In those cases, a mechanism to release the resources in target cell may be required. Both implicit or explicit methods to determine the validity of conditional reconfiguration can be studied. As an example of implicit method, UE may be configured to delete the stored conditional reconfiguration if serving cell quality stays above a threshold for a predefined duration and/or target cell quality stays below a threshold for a predefined duration. As an example of explicit method, UE may receive an explicit network command to release the stored conditional reconfiguration. Upon removal of a stored reconfiguration, UE may stop monitoring the associated trigger condition. 
Proposal 9:
A UE deletes the stored reconfiguration and stops monitoring the trigger condition, when the validity of stored reconfiguration is expired. The criteria to determine the validity of a stored reconfiguration is FFS. 

In case of ultra-dense deployments, UE may report multiple potential target cells. In order to improve the handover success rate, UE can be configured with multiple conditional reconfigurations, each pertaining to a different target cell. It is also possible that UE may receive multiple conditional reconfigurations without the need for explicit measurement report, based network’s knowledge of specific deployment, for example in a highway scenario. UE should monitor the trigger conditions associated with each of the stored conditional reconfiguration. It is possible that multiple trigger conditions are satisfied at the same time. We believe that rules to select/prioritize which reconfiguration to apply should be clearly defined or be explicitly configured by the network. For example, UE can be configured select the reconfiguration associated with the best target cell based on target cell quality. Alternately, UE can select the target cell with highest number of beams above a predefined threshold. Detailed selection mechanism can be left for FFS.
Proposal 10:
A UE stores zero, one or more conditional reconfiguration(s) and monitors trigger conditions associated with each of the conditional reconfiguration. 
Proposal 11:
It is FFS how to select a conditional reconfiguration when multiple trigger conditions are satisfied at the same time.
2 Conclusion

In this contribution following proposals were made related to conditional reconfiguration in NR:
Proposal 1:
In addition to legacy reconfiguration (i.e. an immediate reconfiguration), NR provides means to decouple the timing of reconfiguration execution from reception of reconfiguration command. 
Proposal 2:
NR allows for a reconfiguration to be associated with a trigger condition explicitly configured by the network (i.e. a conditional reconfiguration). The details of trigger conditions can be FFS.
Proposal 3:
Upon receiving a reconfiguration with associated a trigger condition, a UE verifies whether it can comply with the reconfiguration. 
Proposal 4:
If the UE is able to comply with the conditional reconfiguration, the UE stores the received reconfiguration and starts to monitor the trigger condition associated with the reconfiguration. 

Proposal 5:
A UE executes the stored reconfiguration when the associated trigger condition is satisfied, i.e. UE should perform actions as if an immediate reconfiguration is received from the network. 

Proposal 6:
As long as a UE stays in the serving cell, the UE should be able to receive and process any immediate reconfiguration commands from the network irrespective of any stored conditional reconfiguration.
Proposal 7:
A UE overrides any stored conditional reconfiguration when an immediate reconfiguration with mobilityControlInfo is received. 
Proposal 8:
Conditional reconfiguration shall contain information required to access the target cell including RACH configuration associated with beams of the target cell. RACH configuration(s) can include configuration for contention-free random access.
Proposal 9:
A UE deletes the stored reconfiguration and stops monitoring the trigger condition, when the validity of stored reconfiguration is expired. The criteria to determine the validity of a stored reconfiguration is FFS. 

Proposal 10:
A UE stores zero, one or more conditional reconfiguration(s) and monitors trigger conditions associated with each of the conditional reconfiguration. 

Proposal 11:
It is FFS how to select a conditional reconfiguration when multiple trigger conditions are satisfied at the same time.
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