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1. Introduction
The running CR for TS38.322 does not properly capture over what RLC control PDU should be prioritized [1]. Currently, it is stated that “The transmitting side of an AM RLC entity shall prioritize transmission of RLC control PDUs over AMD PDUs”. However, it is not proper behaviour. As in LTE, RLC control PDU shall be prioritized over any user data i.e. over any RLC data PDUs. For example, the RLC layer can be configured with both AM RLC entity and UM RLC entity at the same time, e.g. for FTP and VoIP. In such cases, the RLC control PDU shall be prioritized over UMD PDUs as in LTE. Accordingly, the proposed TP is proposed in this contribution.
2. TP for AM data transfer
	Start of TP


5.1.3
AM data transfer

5.1.3.1
Transmit operations

5.1.3.1.1
General

The transmitting side of an AM RLC entity shall prioritize transmission of RLC control PDUs over RLC data PDUs. The transmitting side of an AM RLC entity shall prioritize retransmission of AMD PDUs containing previously transmitted RLC SDUs or RLC SDU segments over transmission of new AMD PDUs.
	End of TP


Proposal:
RAN2 is asked to include the proposed TP into Section 5.1.3.1.1 in TS38.322.
3. Summary of Proposals
Proposal:
RAN2 is asked to include the proposed TP into Section 5.1.3.1.1 in TS38.322.
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