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5.2.2.28
Actions upon reception of SystemInformationBlockType21
Upon receiving SystemInformationBlockType21, the UE shall:

1>
if all instances of SystemInformationBlockType21 have been received:
2>
stop reception of SystemInformationBlockType21;
1>
else:
2>
store the received SystemInformationBlockType21 and continue reception of SystemInformationBlockType21;
1>
if all instances of SystemInformationBlockType21 have been received and SystemInformationBlockType21 message includes sl-V2X-ConfigCommon:

2>
if configured to receive V2X sidelink communication:

3>
use the resource pool indicated by v2x-CommRxPool in sl-V2X-ConfigCommon for V2X sidelink communication monitoring, as specified in 5.10.12;

2>
if configured to transmit V2X sidelink communication:

3>
use the resource pool indicated by v2x-CommTxPoolNormalCommon, p2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal, p2x-CommTxPoolNormal or by v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.10.13;

3>
perform CBR measurement on the transmission resource pool(s) indicated by v2x-CommTxPoolNormalCommon, v2x-CommTxPoolNormal and v2x-CommTxPoolExceptional for V2X sidelink communication transmission, as specified in 5.5.3;
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