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	Reason for change:
	Reordering is introduced in sidelink RLC. 


	
	

	Summary of change:
	It is removed the assumption that the UM window size is 0. The UM window size is specified in TS 36.222 and set to 16 for a 5-bit SN field length.

It is clarified that the configuration of RLC t-Reordering window is up to UE implementation. 

	
	

	Consequences if not approved:
	The receiving RLC entity might receive V2X sidelink packets out-of-order from the below MAC layer. If this happens, packets received out-of-order are discarded.
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	Other comments:
	


Beginning of changes
9.1.1.6
STCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	discardTimer
	Undefined
	Up to UE implementation
	

	pdcp-SN-Size
	16
	
	

	maxCID
	15
	
	

	profiles
	
	
	

	RLC configuration
	
	Uni-directional UM RLC


	

	sn-FieldLength
	5
	
	

	logicalChannelIdentity
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	Logical channel configuration
	
	
	

	priority
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	prioritisedBitRate
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	bucketSizeDuration
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	logicalChannelGroup
	3
	
	

	t-Reordering
	Undefined
	For V2X Sidelink communication, it is selected by the receiving UE, up to UE implementation
	

	MAC configuration
	
	
	


End of changes
