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1. Overall Description:

RAN2 had previously introduced the parameter totalNumberOfRA-Preambles, to identify the total number of preambles used for contention based and contention free random access (excluding preambles used for other purposes, e.g. for SI request), with the clarification that, if the field is absent, the UE may use all the 64 preambles for RA. 

At RAN2 NR AH-1807 it was clarified that, when the parameter is configured, the preambles used for random access are the ones in the range [0, totalNumberOfRA-Preambles - 1], with the constraint that totalNumberOfRA-Preambles should be a multiple of the number N of SSBs per RACH occasion.
RAN2 understands that this has an impact on the rule for RA preambles mapping to SS/PBCH blocks, when N is higher than 1: in this case the subset of consecutive RA preambles associated with SS/PBCH block n (with 0 ≤ n ≤ N-1) per RACH occasion would start from preamble index n·totalNumberOfRA-Preambles/N (when the parameter is configured) rather than from n·64/N.

2. Actions:

To RAN WG1:
RAN2 invites RAN1 to take the above into account.

3. Date of Next TSG-RAN WG2 Meetings:


TSG-RAN2 Meeting #103


20th – 24th August 2018

Gothenburg, Sweden

TSG-RAN2 Meeting #103bis


8th – 12th October 2018

Chengdu, China

















