3GPP TSG-RAN WG3#100



                  R3-183021
Busan, South Korea, 21-25 May 2018

Agenda item:
10.5.9
Source:
Samsung
Title:
Security Information Transmission for HO-TP for NG
Document for:
Discussion & Decision
1 Introduction
In LTE, security information is transmitted in X2AP and inter-node RRC message. In NR, how to transfer the security information in the Xn and NG interface is still FFS. This document discusses what security information is needed in NR handover scenarios and where to put them. The discussion paper is in R3-183020. Here the corresponding TP for 38.413 is provided in section 2.
2 Text Proposal to TS38.413 V0.8.0 
	First change, omitted text not changed


9.3.1.29
Source NG-RAN Node to Target NG-RAN Node Transparent Container

This IE is produced by the source NG-RAN node and is transmitted to the target NG-RAN node. For inter-system handovers to 5G, the IE is transmitted from the external handover source to the target NG-RAN node.

This IE is transparent to the 5GC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC HandoverPreparationInformation message as defined in TS 38.331 [18] if the target is a gNB.

Includes the RRC HandoverPreparationInformation message as defined in TS 36.331 [21] if the target is an ng-eNB.

	PDU Session Resource Information List
	
	0..1
	
	For intra-system handovers in NG-RAN.

	>PDU Session Resource Information Item IEs
	
	1..<maxnoofPDUSessions>
	
	

	>>PDU Session ID
	
	
	9.3.1.50
	

	>>Qos Flow List
	
	1
	
	

	>>>Qos Flow Item IEs
	
	1..<maxnoofQoSFlows>
	
	

	>>>>QoS Flow Indicator
	M
	
	9.3.1.51
	

	>>>>DL Forwarding
	O
	
	9.3.1.33
	

	>>DRBs Requested for Data Forwarding List
	
	FFS: to be confirmed by SA2
	9.3.1.34
	

	E-RAB Information List
	
	0..1
	
	For inter-system handovers to 5G.

	>E-RAB Information Item IEs
	
	1..<maxnoofE-RABs>
	
	

	>>E-RAB ID
	M
	
	9.3.2.3
	

	>>DL Forwarding
	O
	
	9.3.1.33
	

	Target Cell ID
	M
	
	<ref>
	

	Prepared Cell List
	O
	
	9.3.1.x
	


	Unchanged Part Omit


9.3.1.x
Prepared Cell List

This IE defines.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Source cell PCI
	M
	
	
	

	Target cell ShortMac-I
	M
	FFS
	
	

	Prepared Cell List
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs

	>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	The leftmost bits of the NR Cell Identity IE correspond to the gNB ID (defined in subclause 9.2.2.22).

	>ShortMAC-I
	M
	FFS
	
	ShortMAC-I contained in the RRC Re-establishment Request message (TS 38.331 [xx])



	End of change


