3GPP TSG RAN WG3 Meeting #100

 R3-183329
Busan, Korea, 21 - 25 May 2018
Agenda item:

24.1.1
Source:
ZTE (vice chair, email discussion rapporteur)

Title:
Summary of offline discussion on IAB and NSA

Document for:

agreement
1  Introduction
This is the summary of the offline discussion and a consolidated TP for TR 38.874 for the following CB:

CB: # 6_IABandNSA

(Vice-Chair - Yin)

Summary of offline disc R3-183329
2  Summary of offline discussion

The following topics discussed during offline:

1) How to cover NSA architecture.
If seperate section is added, 30 figures (6 cases * 5 arch ) cover all options, companies are invited to provide to create a set of simple figures to provide an overview, keep the figures at single hop for that purpose. There are four potential scenarios, i.e. UE uses NSA vs. SA and MT uses NSA vs. SA. 
Therefore, companies are convergenced to add Examples for operation in SA and NSA mode in Section 6.1.2. And capture additional sentence for each architecture Options that for NSA operation with EPC, both the UE and the MT are dual-connected with the network using EN-DC.

2) eDecor and slicing support
Those could be specified once needed. 
3) LGW in IAB donor
LGW in IAB donor for both architecture 1b and 2x are allowed.

4) EPC/NGC impact
EPC/NGC needs to authenticate the IAB-MT.

The corresponding TP provided in [1] for approval.
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