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1. Overall Description:

RAN3 thanks RAN2 on their LS on MSG3 size reduction and would like to answer as follows.
RAN3 assumes that the I-RNTI is partitioned into a part identifying the NG-RAN node that allocated the I-RNTI and a part identifying the UE context stored in that NG-RAN node. RAN3 decided to leave the details of the partitioning unspecified, in order to provide flexibility for different deployments. It is therefore a configuration matter within a certain deployment area how to interpret the I-RNTI in order for the new serving NG-RAN node to successfully retrieve the UE Context from the old serving NG-RAN node within that area.

RAN3 is of the opinion that the length of the I-RNTI should be similar to the length of the not truncated Resume ID introduced for E-UTRA in Rel-13.
Any I-RNTI length larger than that would of course enable deployments foreseeing to keep a huge number of UEs in RRC_INACTIVE.
2. Actions:

To RAN2 group.

ACTION: 
RAN3 asks RAN2 to take the above into account when further specifying I-RNTI and MSG3 length.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 NR AH Meeting
2nd – 6th July 2018, Montreal, Canada

TSG-RAN WG3 Meeting #101
20th – 24th August 2018, Gothenburg, Sweden
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