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1
Introduction
RAN3 discussed how to handle gNB-DU UE F1AP ID during RRC Connection Reestablishment based on R3-182924.

CB: # 80_RRCconnreestF1AP

-  p1 ok

- new IE needed? If not, clarify AP ID handling?

(Nok)

This paper proposes the way forward to solve this issue.
2
Discussion

During the online discussion, it was recognized the following proposal stated in R3-182924 could be agreeable.

Proposal 1: RAN3 to specify the release of old gNB-DU UE F1AP ID in gNB-DU during RRC Re-establishment procedure. 
In addition, some companies expressed the benefit to introduce the old gNB-DU UE F1AP ID IE in UE Context Release Command message as proposed in below.

Proposal 2: It is proposed to introduce the old gNB-DU UE F1AP ID in UE Context Release Command message if available.

However, some companies also mentioned that there is alternative solution e.g. to use UE Context Release Command twice meaning that the gNB-CU may send it to the new gNB-DU UE F1AP ID and the old gNB-DU UE F1AP ID separately. However, even in this case, we should clarify how to achieve this in the specification.
In summary, we have two solutions currently.we propose to solve this issue in the next meeting.

Alt 1) introduce the old gNB-DU UE F1AP ID in UE Context Release Command message (as Optional IE or Conditional IE, when RRC-Container exists.).

Alt 2) specify by text on how to release old gNB-DU UE F1AP ID in gNB-DU during RRC Re-establishment procedure.

3
Proposals
Proposal: RAN3 to agree on the following proposal and way forward.

· RAN3 to specify the release of old gNB-DU UE F1AP ID in gNB-DU during RRC Re-establishment procedure. 
· RAN3 to continue the discussion and solve this issue from the following alternatives in the next meeting.

· Alt 1) introduce the old gNB-DU UE F1AP ID in UE Context Release Command message (as Optional IE or Conditional IE, when RRC-Container exists.).

· Alt 2) specify by text on how to release old gNB-DU UE F1AP ID in gNB-DU during RRC Re-establishment procedure.
