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1   Description and proposal
At RAN3#101, the topic of unavailable PLMNs was discussed and it was agreed to signal over NGAP a list of unavailable PLMNs.

It was further discussed whether similar information should be provided over E1 to the CU UP.

The following was captured in chairman’s notes.

	R3-185092
	(TP for NR BL CR for TS 38.463): PLMN over E1-C non-UEassociated signalling (Huawei)
	other

introduce PLMN supported List IE into the following messages: GNB-CU-UP E1 SETUP RESPONSE, GNB-CU-CP E1 SETUP REQUEST, GNB-CU-CP CONFIGURATION UPDATE

E///: E1 here is different. No need for this.

Nok: this is related to NG?

E///: yes – old discussion about losing connectivity

Nok: not needed in CU?

HW: for nw sharing, if some slices are not available, UP can free up some resources

E///: why not simply report slices (NSSAI list)?

Chair: agree

Nok: related to slicing disc

E///: temporary unavailability of slices

noted

To be continued…


As captured above, the topic was seen more as a slicing topic.

The point is that CU UP resources could be organized into slice resources and what would really matter for the CU UP is whether a slice would become unavailable. For example, if a slice is not supported but in certain specific PLMN and that PLMN happens to become unavailable, that slice would become unavailable.

It is therefore claimed hereby that what needs to be reported to the CU UP is the list of unavailable slices and not the list of unavailable PLMNs.

Proposal 1: agree the TP below and the list of Unavailable S-NSSAI from CU CP to CU UP.

2  References

[1] RP-172109, Revised Work Item on New Radio (NR) Access Technology, NTT DOCOMO, Inc.
[2] 3GPP TS 23.501, Architecture for Next Generation System, SA2
Text Proposal for TS 38.463
8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: gNB-CU-UP E1 Setup procedure: Successful Operation.

The gNB-CU-UP initiates the procedure by sending a GNB-CU-UP E1 SETUP REQUEST message including the appropriate data to the gNB-CU-CP. The gNB-CU-CP responds with a GNB-CU-UP E1 SETUP RESPONSE message including the appropriate data. 

If the GNB-CU-UP E1 SETUP REQUEST message contains the gNB-CU-UP Name IE the gNB-CU-CP may use this IE as a human readable name of the gNB-CU-UP.

If the Slice Support List IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall store the corresponding information and it may take it into account for bearer context establishment.

If the NR CGI Support List IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall store the corresponding information and it may take it into account for bearer context establishment. 
If the QoS Parameters Support List IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall store the corresponding information and it may take it into account for bearer context establishment. 
If the GNB-CU-UP E1 SETUP RESPONSE message contains the Unavailable S-NSSAI List IE, gNB-CU-UP shall update the list of supported S-NSSAIs.

The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the E1 interface is operational and other E1 messages can be exchanged.

Next change
8.2.4.2
Successful Operation


[image: image2.emf]gNB-CU-CP

GNB-CU-CP E1 SETUP REQUEST

gNB-CU-UP

GNB-CU-CP E1 SETUP RESPONSE


Figure 8.2.4.2-1: gNB-CU-CP E1 Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending a GNB-CU-CP E1 SETUP REQUEST message including the appropriate data to the gNB-CU-UP. The gNB-CU-UP responds with a GNB-CU-CP E1 SETUP RESPONSE message including the appropriate data. 

If the GNB-CU-CP E1 SETUP REQUEST message contains the gNB-CU-CP Name IE the gNB-CU-UP may use this IE as a human readable name of the gNB-CU-CP.
If the GNB-CU-CP E1 SETUP REQUEST message contains the Unavailable S-NSSAI List IE, gNB-CU-UP shall update the list of supported S-NSSAIs.

The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the E1 interface is operational and other E1 messages can be exchanged.

Next change
8.2.6.2
Successful Operation


[image: image3.emf]gNB-CU-CP

GNB-CU-CP CONFIGURATION UPDATE

gNB-CU-UP

GNB-CU-CP CONFIGURATION UPDATE ACKNOWLEDGE


Figure 8.2.6.2-1: gNB-CU-CP Configuration Update procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending a GNB-CU-CP CONFIGURATION UPDATE message to the gNB-CU-UP including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU-UP responds with GNB-CU-CP CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.

If the gNB-CU-CP TNLA To Add List IE is contained in the gNB-CU-CP CONFIGURATION UPDATE message, the gNB-CU-UP shall, if supported, use it to establish the TNL association(s) with the gNB-CU-CP. The gNB-CU-UP shall report to the gNB-CU-CP, in the gNB-CU-CP CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the gNB-CU-CP as follows:

-
A list of TNL address(es) with which the gNB-CU-UP successfully established the TNL association shall be included in the gNB-CU-CP TNLA Setup List IE;

-
A list of TNL address(es) with which the gNB-CU-UP failed to establish the TNL association shall be included in the gNB-CU-CP TNLA Failed To Setup List IE.
If the gNB-CU-CP TNLA To Remove List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-CU-UP shall, if supported, initiate removal of the TNL association(s) indicated by the received gNB-CU-CP Transport Layer Address towards the gNB-CU-CP.

If the gNB-CU-CP TNLA To Update List IE is contained in the gNB-CU-CP CONFIGURATION UPDATE message the gNB-CU-UP shall, if supported, overwrite the previously stored information for the related TNL association. 
If the TNLA Usage IE is included in the gNB-CU-CP TNLA To Add List IE or the gNB-CU-CP TNLA To Update List IE, the gNB-CU-UP shall, if supported, use it as described in TS 38.462 [18].
If the GNB-CU-CP CONFIGURATION UPDATE message contains the Unavailable S-NSSAI List IE, gNB-CU-UP shall update the list of supported S-NSSAIs.
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9.2.1.4
GNB-CU-UP E1 SETUP REQUEST

This message is sent by the gNB-CU-UP to transfer information for a TNL association.

Direction: gNB-CU-UP ( gNB-CU-CP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES


	Reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters.
	-
	-


	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 6.


Next change
9.2.1.5
GNB-CU-UP E1 SETUP RESPONSE

This message is sent by the gNB-CU-CP to transfer information for a TNL association.

Direction: gNB-CU-CP ( gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP. 
	YES
	ignore

	Unavailable S-NSSAI List
	O
	
	9.3.1.8
	Unavailable S-NSSAI(s).
	YES
	reject 


Next change
9.2.1.7
GNB-CU-CP E1 SETUP REQUEST

This message is sent by the gNB-CU-CP to transfer information for a TNL association.

Direction: gNB-CU-CP ( gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP.
	YES
	ignore

	Unavailable S-NSSAI List
	O
	
	9.3.1.8
	Unavailable S-NSSAI(s).
	YES
	reject


Next change
9.2.1.8
GNB-CU-CP E1 SETUP RESPONSE

This message is sent by the gNB-CU-UP to transfer information for a TNL association.

Direction: gNB-CU-UP ( gNB-CU-CP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES


	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Paramters Support List
	O
	
	9.3.1.37
	Supported QoS parameters.
	-
	-


	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 6.


Next change
9.2.1.10
GNB-CU-UP CONFIGURATION UPDATE

This message is sent by the gNB-CU-UP to transfer updated information for a TNL association.

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	O
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	Supported PLMNs
	
	0..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES


	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters.
	-
	-


	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 6.


Next change
9.2.1.13
GNB-CU-CP CONFIGURATION UPDATE

This message is sent by the gNB-CU-CP to transfer updated information for a TNL association.

Direction: gNB-CU-CP ( gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP
	YES
	ignore

	gNB-CU-CP TNLA To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information

9.3.2.2
	
	-
	-

	>>TNLA Usage
	M
	
	ENUMERATED (ue, non-ue, both, …)
	
	-
	-

	gNB-CU-CP TNLA To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	-
	-

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information

9.3.2.2
	Transport Layer Address of the gNB-CU.
	-
	-

	gNB-CU-CP TNLA To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.2
	Transport Layer Address of the gNB-CU.
	-
	-

	>>TNLA Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	
	-
	-

	Unavailable S-NSSAI List
	O
	
	9.3.1.8
	Unavailable S-NSSAI(s).
	YES
	reject


	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU-CP and the gNB-CU-UP. Value is 32.


Next change
9.3.1.8
Slice List

This IE indicates the list of signalled slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Item IEs
	
	1..<maxnoofSliceItems>
	
	
	-
	-

	>S-NSSAI
	M
	
	9.3.1.9
	
	-
	


	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice items. Value is 1024.


Next change
9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for E1AP

--

-- **************************************************************

E1AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


GNB-CU-CP-UE-E1AP-ID,


GNB-CU-UP-UE-E1AP-ID,


UE-associatedLogicalE1-ConnectionItem,


GNB-CU-UP-ID,


GNB-CU-UP-Name,


GNB-CU-CP-Name,


CNSupport,


PLMN-Identity,


Slice-List,


NR-CGI-Support-List,


QoS-Parameters-Support-List,


SecurityInformation,


BitRate,


BearerContextStatusChange,


DRB-To-Setup-List-EUTRAN,


DRB-Setup-List-EUTRAN,


DRB-Failed-List-EUTRAN,


DRB-To-Modify-List-EUTRAN,


DRB-Modified-List-EUTRAN,


DRB-Failed-To-Modify-List-EUTRAN,


DRB-To-Remove-List-EUTRAN,


DRB-Required-To-Remove-List-EUTRAN,


DRB-Required-To-Modify-List-EUTRAN,


DRB-Confirm-Modified-List-EUTRAN,


DRB-To-Setup-Mod-List-EUTRAN,


DRB-Setup-Mod-List-EUTRAN,


DRB-Failed-Mod-List-EUTRAN,


PDU-Session-Resource-To-Setup-List,


PDU-Session-Resource-Setup-List,


PDU-Session-Resource-Failed-List,


PDU-Session-Resource-To-Modify-List,


PDU-Session-Resource-Modified-List,


PDU-Session-Resource-Failed-To-Modify-List,


PDU-Session-Resource-To-Remove-List,


PDU-Session-Resource-Required-To-Modify-List,


PDU-Session-Resource-Confirm-Modified-List,


PDU-Session-Resource-To-Setup-Mod-List,


PDU-Session-Resource-Setup-Mod-List,


PDU-Session-Resource-Failed-Mod-List,


DRB-Status-Item,


DRB-Activity-Item,


Data-Usage-Report-List,


TimeToWait,


ActivityNotificationLevel,


ActivityInformation,


New-UL-TNL-Information-Required,


GNB-CU-CP-TNLA-Setup-Item,


GNB-CU-CP-TNLA-Failed-To-Setup-Item,


GNB-CU-CP-TNLA-To-Add-Item,


GNB-CU-CP-TNLA-To-Remove-Item,


GNB-CU-CP-TNLA-To-Update-Item,


TransactionID,


Inactivity-Timer,


DRBs-Subject-To-Counter-Check-List-EUTRAN,


DRBs-Subject-To-Counter-Check-List-NG-RAN

FROM E1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-SingleContainer{},


E1AP-PRIVATE-IES,


E1AP-PROTOCOL-EXTENSION,


E1AP-PROTOCOL-IES

FROM E1AP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-gNB-CU-CP-UE-E1AP-ID, 


id-gNB-CU-UP-UE-E1AP-ID,


id-ResetType,


id-UE-associatedLogicalE1-ConnectionItem,


id-UE-associatedLogicalE1-ConnectionListResAck,


id-gNB-CU-UP-ID,


id-gNB-CU-UP-Name,


id-gNB-CU-CP-Name,


id-CNSupport,


id-SupportedPLMNs,


id-SecurityInformation,


id-UEDLAggregateMaximumBitRate,


id-BearerContextStatusChange,


id-System-BearerContextSetupRequest,


id-System-BearerContextSetupResponse,


id-System-BearerContextModificationRequest,


id-System-BearerContextModificationResponse,


id-System-BearerContextModificationConfirm,


id-System-BearerContextModificationRequired,


id-DRB-Status-List,


id-Data-Usage-Report-List,



id-TimeToWait,


id-ActivityNotificationLevel,


id-ActivityInformation,


id-New-UL-TNL-Information-Required,


id-GNB-CU-CP-TNLA-Setup-List,


id-GNB-CU-CP-TNLA-Failed-To-Setup-List,


id-GNB-CU-CP-TNLA-To-Add-List,


id-GNB-CU-CP-TNLA-To-Remove-List,


id-GNB-CU-CP-TNLA-To-Update-List,


id-DRB-To-Setup-List-EUTRAN,


id-DRB-To-Modify-List-EUTRAN,


id-DRB-To-Remove-List-EUTRAN,


id-DRB-Required-To-Modify-List-EUTRAN,


id-DRB-Required-To-Remove-List-EUTRAN,


id-DRB-Setup-List-EUTRAN,


id-DRB-Failed-List-EUTRAN,


id-DRB-Modified-List-EUTRAN,


id-DRB-Failed-To-Modify-List-EUTRAN,


id-DRB-Confirm-Modified-List-EUTRAN,


id-DRB-To-Setup-Mod-List-EUTRAN,


id-DRB-Setup-Mod-List-EUTRAN,


id-DRB-Failed-Mod-List-EUTRAN,


id-PDU-Session-Resource-To-Setup-List,


id-PDU-Session-Resource-To-Modify-List,


id-PDU-Session-Resource-To-Remove-List,


id-PDU-Session-Resource-Required-To-Modify-List,


id-PDU-Session-Resource-Setup-List,


id-PDU-Session-Resource-Failed-List,


id-PDU-Session-Resource-Modified-List,


id-PDU-Session-Resource-Failed-To-Modify-List,


id-PDU-Session-Resource-Confirm-Modified-List,


id-PDU-Session-Resource-Setup-Mod-List,


id-PDU-Session-Resource-Failed-Mod-List,


id-PDU-Session-Resource-To-Setup-Mod-List,


id-TransactionID,


id-Serving-PLMN,


id-UE-Inactivity-Timer,


id-System-GNB-CU-UP-CounterCheckRequest,


id-DRBs-Subject-To-Counter-Check-List-EUTRAN,


id-DRBs-Subject-To-Counter-Check-List-NG-RAN,

id-Unavailable-S-NSSAI-List,


maxnoofErrors,


maxnoofSPLMNs,


maxnoofDRBs,


maxnoofTNLAssociations,


maxnoofIndividualE1ConnectionsToReset

FROM E1AP-Constants;

Next change
-- **************************************************************

--

-- GNB-CU-UP E1 Setup Request

--

-- **************************************************************

GNB-CU-UP-E1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNB-CU-UP-E1SetupRequestIEs} },


...

}

GNB-CU-UP-E1SetupRequestIEs E1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|

{ ID id-gNB-CU-UP-ID





CRITICALITY reject
TYPE GNB-CU-UP-ID




PRESENCE mandatory
}|


{ ID id-gNB-CU-UP-Name





CRITICALITY ignore
TYPE GNB-CU-UP-Name




PRESENCE optional
}|


{ ID id-CNSupport






CRITICALITY reject
TYPE CNSupport





PRESENCE mandatory
}|


{ ID id-SupportedPLMNs





CRITICALITY reject
TYPE SupportedPLMNs-List


PRESENCE mandatory
},


...

} 

SupportedPLMNs-List
::=
SEQUENCE (SIZE (1..maxnoofSPLMNs)) OF SupportedPLMNs-Item 

SupportedPLMNs-Item ::= SEQUENCE {


pLMN-Identity




PLMN-Identity,


slice-Support-List



Slice-List











OPTIONAL,


nR-CGI-Support-List



NR-CGI-Support-List











OPTIONAL,


qoS-Parameters-Support-List

QoS-Parameters-Support-List









OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SupportedPLMNs-ExtIEs } }

OPTIONAL, 


...

}

SupportedPLMNs-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- GNB-CU-UP E1 Setup Response

--

-- **************************************************************

GNB-CU-UP-E1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNB-CU-UP-E1SetupResponseIEs} },


...

}

GNB-CU-UP-E1SetupResponseIEs

 E1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|

{ ID id-gNB-CU-CP-Name





CRITICALITY ignore
TYPE GNB-CU-CP-Name




PRESENCE optional
}|


{ ID id-Unavailable-S-NSSAI-List


CRITICALITY reject
TYPE Slice-List




PRESENCE OPTIONAL
},


...

}

-- **************************************************************

Next change
-- **************************************************************

--

-- GNB-CU-CP E1 Setup Request

--

-- **************************************************************

GNB-CU-CP-E1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNB-CU-CP-E1SetupRequestIEs} },


...

}

GNB-CU-CP-E1SetupRequestIEs E1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|

{ ID id-gNB-CU-CP-Name





CRITICALITY ignore
TYPE GNB-CU-CP-Name




PRESENCE optional
}|


{ ID id-Unavailable-S-NSSAI-List


CRITICALITY reject
TYPE Slice-List




PRESENCE OPTIONAL
},


...

} 

-- **************************************************************

--

-- GNB-CU-CP E1 Setup Response

--

-- **************************************************************

GNB-CU-CP-E1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNB-CU-CP-E1SetupResponseIEs} },


...

}

GNB-CU-CP-E1SetupResponseIEs

 E1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|

{ ID id-gNB-CU-UP-ID





CRITICALITY reject
TYPE GNB-CU-UP-ID




PRESENCE mandatory
}|


{ ID id-gNB-CU-UP-Name





CRITICALITY ignore
TYPE GNB-CU-UP-Name




PRESENCE optional
}|


{ ID id-CNSupport






CRITICALITY reject
TYPE CNSupport





PRESENCE mandatory
}|


{ ID id-SupportedPLMNs





CRITICALITY reject
TYPE SupportedPLMNs-List


PRESENCE mandatory
},


...

}

-- **************************************************************

Next Change
-- **************************************************************

--

-- GNB-CU-CP Configuration Update

--

-- **************************************************************

GNB-CU-CP-ConfigurationUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNB-CU-CP-ConfigurationUpdateIEs} },


...

}

GNB-CU-CP-ConfigurationUpdateIEs E1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-gNB-CU-CP-Name





CRITICALITY ignore
TYPE GNB-CU-UP-Name





PRESENCE optional
}|

{ ID id-GNB-CU-CP-TNLA-To-Add-List


CRITICALITY ignore
TYPE GNB-CU-CP-TNLA-To-Add-List

PRESENCE optional
}|


{ ID id-GNB-CU-CP-TNLA-To-Remove-List

CRITICALITY ignore
TYPE GNB-CU-CP-TNLA-To-Remove-List
PRESENCE optional
}|


{ ID id-GNB-CU-CP-TNLA-To-Update-List

CRITICALITY ignore
TYPE GNB-CU-CP-TNLA-To-Update-List
PRESENCE optional
}|


{ ID id-Unavailable-S-NSSAI-List


CRITICALITY reject
TYPE Slice-List




PRESENCE OPTIONAL
},

...

} 

GNB-CU-CP-TNLA-To-Add-List       ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF GNB-CU-CP-TNLA-To-Add-Item 

GNB-CU-CP-TNLA-To-Remove-List 
::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF GNB-CU-CP-TNLA-To-Remove-Item 

GNB-CU-CP-TNLA-To-Update-List

::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF GNB-CU-CP-TNLA-To-Update-Item

-- **************************************************************

9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Next Change
SecurityResult ::= SEQUENCE {


integrityProtectionResult


IntegrityProtectionResult,


confidentialityProtectionResult

ConfidentialityProtectionResult,


iE-Extensions





ProtocolExtensionContainer { {SecurityResult-ExtIEs} }
OPTIONAL,


...

}

SecurityResult-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

Slice-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF Slice-Item

Slice-Item ::= SEQUENCE {


sNSSAI
SNSSAI,


iE-Extensions



ProtocolExtensionContainer { { Slice-Item-ExtIEs } }
OPTIONAL

}

Slice-Item-ExtIEs
E1AP-PROTOCOL-EXTENSION ::= {


...

}

SNSSAI ::= SEQUENCE {


sST


OCTET STRING (SIZE(1)),


sD


OCTET STRING (SIZE(3)) 
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { SNSSAI-ExtIEs } }
OPTIONAL,


...

}

SNSSAI-ExtIEs
E1AP-PROTOCOL-EXTENSION ::= {


...

}

Next Change
-- IEs

--

-- **************************************************************

id-Cause













ProtocolIE-ID ::= 0

id-CriticalityDiagnostics









ProtocolIE-ID ::= 1

id-gNB-CU-CP-UE-E1AP-ID 









ProtocolIE-ID ::= 2


id-gNB-CU-UP-UE-E1AP-ID










ProtocolIE-ID ::= 3

id-ResetType












ProtocolIE-ID ::= 4


id-UE-associatedLogicalE1-ConnectionItem





ProtocolIE-ID ::= 5

id-UE-associatedLogicalE1-ConnectionListResAck




ProtocolIE-ID ::= 6

id-gNB-CU-UP-ID












ProtocolIE-ID ::= 7

id-gNB-CU-UP-Name











ProtocolIE-ID ::= 8

id-gNB-CU-CP-Name











ProtocolIE-ID ::= 9

id-CNSupport












ProtocolIE-ID ::= 10

id-SupportedPLMNs











ProtocolIE-ID ::= 11

id-TimeToWait












ProtocolIE-ID ::= 12 

id-SecurityInformation










ProtocolIE-ID ::= 13 

id-UEDLAggregateMaximumBitRate








ProtocolIE-ID ::= 14 

id-System-BearerContextSetupRequest







ProtocolIE-ID ::= 15

id-System-BearerContextSetupResponse






ProtocolIE-ID ::= 16

id-BearerContextStatusChange








ProtocolIE-ID ::= 17

id-System-BearerContextModificationRequest





ProtocolIE-ID ::= 18

id-System-BearerContextModificationResponse





ProtocolIE-ID ::= 19

id-System-BearerContextModificationConfirm





ProtocolIE-ID ::= 20

id-System-BearerContextModificationRequired





ProtocolIE-ID ::= 21

id-DRB-Status-List











ProtocolIE-ID ::= 22

id-ActivityNotificationLevel








ProtocolIE-ID ::= 23

id-ActivityInformation










ProtocolIE-ID ::= 24

id-Data-Usage-Report-List









ProtocolIE-ID ::= 25

id-New-UL-TNL-Information-Required







ProtocolIE-ID ::= 26

id-GNB-CU-CP-TNLA-To-Add-List








ProtocolIE-ID ::= 27

id-GNB-CU-CP-TNLA-To-Remove-List







ProtocolIE-ID ::= 28

id-GNB-CU-CP-TNLA-To-Update-List







ProtocolIE-ID ::= 29

id-GNB-CU-CP-TNLA-Setup-List








ProtocolIE-ID ::= 30

id-GNB-CU-CP-TNLA-Failed-To-Setup-List






ProtocolIE-ID ::= 31

id-DRB-To-Setup-List-EUTRAN









ProtocolIE-ID ::= 32

id-DRB-To-Modify-List-EUTRAN








ProtocolIE-ID ::= 33

id-DRB-To-Remove-List-EUTRAN








ProtocolIE-ID ::= 34

id-DRB-Required-To-Modify-List-EUTRAN






ProtocolIE-ID ::= 35

id-DRB-Required-To-Remove-List-EUTRAN






ProtocolIE-ID ::= 36

id-DRB-Setup-List-EUTRAN









ProtocolIE-ID ::= 37

id-DRB-Failed-List-EUTRAN









ProtocolIE-ID ::= 38

id-DRB-Modified-List-EUTRAN









ProtocolIE-ID ::= 39

id-DRB-Failed-To-Modify-List-EUTRAN







ProtocolIE-ID ::= 40

id-DRB-Confirm-Modified-List-EUTRAN







ProtocolIE-ID ::= 41

id-PDU-Session-Resource-To-Setup-List






ProtocolIE-ID ::= 42

id-PDU-Session-Resource-To-Modify-List






ProtocolIE-ID ::= 43

id-PDU-Session-Resource-To-Remove-List






ProtocolIE-ID ::= 44

id-PDU-Session-Resource-Required-To-Modify-List




ProtocolIE-ID ::= 45

id-PDU-Session-Resource-Setup-List







ProtocolIE-ID ::= 46

id-PDU-Session-Resource-Failed-List







ProtocolIE-ID ::= 47

id-PDU-Session-Resource-Modified-List






ProtocolIE-ID ::= 48

id-PDU-Session-Resource-Failed-To-Modify-List




ProtocolIE-ID ::= 49

id-PDU-Session-Resource-Confirm-Modified-List




ProtocolIE-ID ::= 50

id-DRB-To-Setup-Mod-List-EUTRAN








ProtocolIE-ID ::= 51

id-DRB-Setup-Mod-List-EUTRAN








ProtocolIE-ID ::= 52

id-DRB-Failed-Mod-List-EUTRAN








ProtocolIE-ID ::= 53

id-PDU-Session-Resource-Setup-Mod-List






ProtocolIE-ID ::= 54

id-PDU-Session-Resource-Failed-Mod-List






ProtocolIE-ID ::= 55

id-PDU-Session-Resource-To-Setup-Mod-List





ProtocolIE-ID ::= 56

id-TransactionID











ProtocolIE-ID ::= 57

id-Serving-PLMN












ProtocolIE-ID ::= 58

id-UE-Inactivity-Timer










ProtocolIE-ID ::= 59

id-System-GNB-CU-UP-CounterCheckRequest






ProtocolIE-ID ::= 60

id-DRBs-Subject-To-Counter-Check-List-EUTRAN




ProtocolIE-ID ::= 61

id-DRBs-Subject-To-Counter-Check-List-NG-RAN




ProtocolIE-ID ::= 62
id-Unavailable-S-NSSAI-List









ProtocolIE-ID ::= xx
END
End of Text Proposal for TS 38.463
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