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1   Introduction
In the contribution[1], we discussed the asymmetric mapping for UL and DL QoS flow in NG. This paper is the stage3 TP.
2   Reference

[1] R3-185798, (TP for NR BL CR for TS 38.423)asymmetric mapping for UL and DL QoS flow
3   Annex – TP
Beginning of Text Proposal to TS 38.413
9.3.1.34
DRBs to QoS Flows Mapping List

This IE contains a list of DRBs containing information about the mapped QoS flows.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DRBs to QoS Flows Mapping Item
	
	1..<maxnoofDRBs>
	
	

	>DRB ID
	M
	
	9.3.1.53
	

	>Associated QoS Flow List
	M
	
	9.3.1.99
	Contains information of the QoS flows mapped to the DRB


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.


9.3.1.99
Associated QoS Flow List
This IE indicates the list of QoS flows associated with e.g. a DRB or UP TNL endpoint.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	

	>QoS Flow Indicator
	M
	
	9.3.1.51
	

	> QoS Flow Mapping Indication
	M
	
	ENUMERATED(ul, dl, both…)
	Indicates the UL, or DL, or bi-directional QoS flow to DRB mapping


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.4.5
Information Element Definitions

/****Omit the unchanged****/
AssociatedQosFlowItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,

qosFlowMappingIndication

QoSFlowMappingIndication,

iE-Extensions

ProtocolExtensionContainer { {AssociatedQosFlowItem-ExtIEs} } OPTIONAL,


...

}

AssociatedQosFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
QosFlowMappingIndication ::= ENUMERATED {


ul,


dl,


both,


...

}
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