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1	Discussion
At the last RAN3 meeting, we proposed to include QoS flow information in Handover Required Transfer to the QoS flows and the PDU session to be handover by the source NG-RAN node.

Take a look at the latest TS 25.502, in Inter NG-RAN node N2 based handover

*********************************************
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Figure 4.9.1.3.2-1: Inter NG-RAN node N2 based handover, Preparation phase
1.	S-RAN to S-AMF: Handover Required (Target ID, Source to Target transparent container, SM N2 info list, PDU Session IDs, intra system handover indication).
	Target ID includes the selected PLMN ID.
	Source to Target transparent container includes NG-RAN information created by S-RAN to be used by T-RAN, and is transparent to 5GC. It also contains for each PDU session the corresponding User Plane Security Enforcement information, QoS flows /DRBs information subject to data forwarding.
	All PDU Sessions handled by S-RAN (i.e. all existing PDU Sessions with active UP connections) shall be included in the Handover Required message, indicating which of those PDU Session(s) are requested by S-RAN to handover. The SM N2 info includes Direct Forwarding Path Availability if direct data forwarding is not available.
	Direct Forwarding Path Availability indicates whether direct forwarding is available from the S-RAN to the T-RAN. This indication from S-RAN can be based on e.g. the presence of IP connectivity and security association(s) between the S-RAN and the T-RAN.
2.	T-AMF Selection: When the S-AMF can't serve the UE anymore, the S-AMF selects the T-AMF as described in clause 6.3.5 on "AMF Selection Function" in TS 23.501 [2].
3.	[Conditional] S-AMF to T-AMF: Namf_Communication_CreateUEContext Request (N2 Information (Target ID, Source to Target transparent container, SM N2 information list, PDU Session IDs, Service area restriction), UE context information (SUPI, Allowed NSSAI for each Access Type if available, Tracing Requirements, the list of PDU Session IDs along with the corresponding SMF information and the corresponding S-NSSAI(s), PCF ID(s) and DNN). If the subscription information includes Tracing Requirements, the old AMF provides the target AMF with Tracing Requirements.
	The S-AMF initiates Handover resource allocation procedure by invoking the Namf_Communication_CreateUEContext service operation towards the T-AMF.
	When the S-AMF can still serve the UE, this step and step 12 are not needed.
	If Service area restrictions are available in the S-AMF, they may be forwarded to the T-AMF as described in clause 5.3.4.1.2 in TS 23.501 [2].
	If both Home and Visited PCF ID(s) are provided by the S-AMF, the T-AMF contacts the (V-) PCF identified by the (V-)PCF ID. If the (V-)PCF identified by the (V-)PCF ID is not used or there are no PCF ID(s) received from the S-AMF, the T-AMF may select the PCF(s) as described in TS 23.501 [2], clause 6.3.7.1 and according to the V-NRF to H-NRF interaction described in clause 4.3.2.2.3.3. The T-AMF informs the S-AMF that the PCF ID is not used, as defined in step 12 and then the S-AMF terminates the AM Policy Association with the PCF identified by the PCF ID.
****************************************************

Due to the AMF and SMF separation in 5GC, AMF does not store the information on the PDU sessions which have been setup in the NG-RAN node. Thus it is clear that during handover preparation, the source NG-RAN node would need to indicate to AMF all the PDU sessions had been setup early.

The text says that “All PDU Sessions handled by S-RAN (i.e. all existing PDU Sessions with active UP connections) shall be included in the Handover Required message, indicating which of those PDU Session(s) are requested by S-RAN to handover.”
In our understanding, the source NG-RAN node indicates among the existing PDU sessions (with active UP connections) the PDU sessions that are requested to be handover. Thus it is not necessarily all the PDU session would be handed over.

The below is the handover required:

[bookmark: _Toc525567477]9.2.3.1	HANDOVER REQUIRED
This message is sent by the source NG-RAN node to the AMF to request the preparation of resources at the target.
Direction: NG-RAN node  AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Required Transfer
	M
	
	OCTET STRING
	Containing the Handover Required Transfer IE specified in subclause 9.3.4.14.
	-
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.




It looks like an easy fix is to change the Handover Required Transfer from M to O, and when the IE is not present, it means that the PDU session is not requested to be handover by S-RAN.


Note that we have decided early that the SMF IE is used to indicate to SMF what N2 procedure it is. 
By change the presence of the “Handover Required Transfer” from Mandatary to Optional would not violate this law, as for the PDU session being requested to handover by S-RAN, the SMF will receive the Handover Required Transfer SMF IE.

Proposal 1: RAN3 to discuss and agree to change the Handover Required Transfer to Optional, to indicate that the PDU session is not requested to be handover.
2	Conclusion
Proposal 1: RAN3 to discuss and agree to change the Handover Required Transfer to Optional, to indicate that the PDU session is not requested to be handover.


3	Text Proposal on NGAP TS 38.413 V15.1.0

-------------------------------
Start the first change!
-------------------------------
9.2.3.1	HANDOVER REQUIRED
This message is sent by the source NG-RAN node to the AMF to request the preparation of resources at the target.
Direction: NG-RAN node  AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Target ID
	M
	
	9.3.1.25
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	
	YES
	ignore

	PDU Session Resource List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>Handover Required Transfer
	OM
	
	OCTET STRING
	Containing the Handover Required Transfer IE specified in subclause 9.3.4.14.
	-
	

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.






------------------------
Skip to next change
------------------------

[bookmark: _Toc518049140]9.4.5	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	maxnoofAllowedAreas,
	maxnoofAllowedS-NSSAIs,
	maxnoofBPLMNs,
	maxnoofCellIDforWarning,
	maxnoofCellinEAI,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,

------------------------
Skip to next change
------------------------
PDUSessionResourceListHORqd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemHORqd

PDUSessionResourceItemHORqd ::= SEQUENCE {
	pDUSessionID							PDUSessionID,
	handoverRequiredTransfer				OCTET STRING (CONTAINING HandoverRequiredTransfer)		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceItemHORqd-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceItemHORqd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
------------------------
The End!
------------------------
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