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1
Introduction

This TP for 38.463 follows discussions in R3-185951 and removes the GBR QoS Flow QoS Paramter “Notification Control” from E1AP, as there is no function associated with this parameter in the CU-UP.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.3.1.30
GBR QoS Flow Information

This IE indicates QoS parameters for a GBR QoS flow for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.20
	Maximum Bit Rate in DL. Details in TS 23.501 [20].

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.20
	Maximum Bit Rate in UL. Details in TS 23.501 [20].

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.20
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [20].

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.20
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [20].

	
	
	
	
	

	Maximum Packet Loss Rate Downlink
	O
	
	Packet Loass Rate 

9.3.1.46
	Indicates the maximum rate for lost packets that can be tolerated in the downlink direction. Details in TS 23.501 [20].

	Maximum Packet Loss Rate Uplink
	O
	
	Packet Loss Rate 

9.3.1.46
	Indicates the maximum rate for lost packets that can be tolerated in the uplink direction. Details in TS 23.501 [20].


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- G

GNB-CU-CP-Name 



::= PrintableString(SIZE(1..150,...))

GNB-CU-CP-UE-E1AP-ID

::= INTEGER (0..4294967295)

GNB-CU-UP-CellGroupRelatedConfiguration
 ::= SEQUENCE (SIZE(1.. maxnoofUPParameters)) OF GNB-CU-UP-CellGroupRelatedConfiguration-Item


GNB-CU-UP-CellGroupRelatedConfiguration-Item ::= SEQUENCE {


cell-Group-ID



Cell-Gorup-ID,


uP-TNL-Information


UP-TNL-Information,


uL-Configuration


UL-Configuration

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {GNB-CU-UP-CellGroupRelatedConfiguration-Item-ExtIEs } }
OPTIONAL

}

GNB-CU-UP-CellGroupRelatedConfiguration-Item-ExtIEs
E1AP-PROTOCOL-EXTENSION ::= {


...

}

GNB-CU-UP-ID



::= INTEGER (0..68719476735)

GNB-CU-UP-Name 



::= PrintableString(SIZE(1..150,...))

GNB-CU-UP-UE-E1AP-ID

::= INTEGER (0..4294967295) 
GNB-CU-CP-TNLA-Setup-Item::= SEQUENCE {


tNLAssociationTransportLayerAddress

CP-TNL-Information,


iE-Extensions






ProtocolExtensionContainer { { GNB-CU-CP-TNLA-Setup-Item-ExtIEs} } OPTIONAL,


...
}

GNB-CU-CP-TNLA-Setup-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

GNB-CU-CP-TNLA-Failed-To-Setup-Item ::= SEQUENCE {


tNLAssociationTransportLayerAddress

CP-TNL-Information,


cause








Cause,

iE-Extensions






ProtocolExtensionContainer { { GNB-CU-CP-TNLA-Failed-To-Setup-Item-ExtIEs} } OPTIONAL

}
GNB-CU-CP-TNLA-Failed-To-Setup-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

GNB-CU-CP-TNLA-To-Add-Item ::= SEQUENCE {


tNLAssociationTransportLayerAddress

CP-TNL-Information,


tNLAssociationUsage





TNLAssociationUsage,


iE-Extensions






ProtocolExtensionContainer { { GNB-CU-CP-TNLA-To-Add-Item-ExtIEs} } OPTIONAL

}

GNB-CU-CP-TNLA-To-Add-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

GNB-CU-CP-TNLA-To-Remove-Item::= SEQUENCE {


tNLAssociationTransportLayerAddress

CP-TNL-Information,


iE-Extensions






ProtocolExtensionContainer { { GNB-CU-CP-TNLA-To-Remove-Item-ExtIEs} } OPTIONAL

}

GNB-CU-CP-TNLA-To-Remove-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

GNB-CU-CP-TNLA-To-Update-Item::= SEQUENCE {


tNLAssociationTransportLayerAddress

CP-TNL-Information,


tNLAssociationUsage





TNLAssociationUsage 
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { GNB-CU-CP-TNLA-To-Update-Item-ExtIEs} } OPTIONAL

}

GNB-CU-CP-TNLA-To-Update-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}
GBR-QosInformation ::= SEQUENCE {


e-RAB-MaximumBitrateDL


BitRate,


e-RAB-MaximumBitrateUL


BitRate,


e-RAB-GuaranteedBitrateDL

BitRate,


e-RAB-GuaranteedBitrateUL

BitRate,


iE-Extensions




ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosInformation-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

GBR-QoSFlowInformation::= SEQUENCE {


maxFlowBitRateDownlink


BitRate,


maxFlowBitRateUplink


BitRate, 


guaranteedFlowBitRateDownlink
BitRate,


guaranteedFlowBitRateUplink

BitRate, 



maxPacketLossRateDownlink

MaxPacketLossRate

OPTIONAL,


maxPacketLossRateUplink


MaxPacketLossRate

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { GBR-QosFlowInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosFlowInformation-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

GTP-TEID



::= OCTET STRING (SIZE (4))

GTPTunnel



::= SEQUENCE {


transportLayerAddress



TransportLayerAddress,


gTP-TEID






GTP-TEID,


iE-Extensions





ProtocolExtensionContainer { { GTPTunnel-ExtIEs} } OPTIONAL,


...

}

GTPTunnel-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

-- H

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
