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8.3.1.3
Unsuccessful Operation
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Figure 8.3.1.3-1: Initial context setup: unsuccessful operation
If the NG-RAN node is not able to establish an NG UE context, it shall consider the procedure as failed and reply with the INITIAL CONTEXT SETUP FAILURE message.
If the PDU Session Resource Setup Request List IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall report to the SMF, in the INITIAL CONTEXT SETUP FAILURE message, the unsuccessful establishment result for all the requested PDU sessions.
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9.2.2.3
INITIAL CONTEXT SETUP FAILURE

This message is sent by the NG-RAN node to indicate that the setup of the UE context was unsuccessful.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Failed to Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Setup Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Unsuccessful Transfer IE specified in subclause 9.3.4.16.
	-
	

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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InitialContextSetupFailureIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID



CRITICALITY ignore
TYPE AMF-UE-NGAP-ID



PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID



CRITICALITY ignore
TYPE RAN-UE-NGAP-ID



PRESENCE mandatory
}|

{ ID id-PDUSessionResourceFailedToSetupListCxtRes
CRITICALITY ignore
TYPE PDUSessionResourceFailedToSetupListCxtRes

PRESENCE optional

}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},

...

}
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