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1. Introduction
The Draft TS38.300 and Draft TS37.340 are both running in RAN2/RAN3 for individual updating. The exact scope of each TS is becoming clearer, also regarding dual connectivity aspects. However, we still found some “gaps” in-between, hence we try to point them out and correct them with this contribution.
2. Discussion
According to Draft TS38.300 section 4.2:
The gNB hosts the following functions: 
……
-
Dual Connectivity;

-
Tight interworking between NR and E-UTRA.
It seems that the Stage 2 terminology “Dual Connectivity” here refers specifically to Intra-NR DC case (This is also confirmed by section 4.5.1 in 38.300 as well); while Inter-RAT DC is separately referred to as “Tight interworking between NR and E-UTRA” or MR-DC with 5GC, as described in TS37.340. Hence we should keep such terminology convention as consistent as possible throughput 38.300 or other NR specs.

Proposal 1: In TS38.300 and other 5G specs., “Dual Connectivity” or “DC” is used, only referring to Intra-NR DC case. The “MR-DC with 5GC” refers to Inter-RAT DC with 5GC (Option 7 and 4 series).
According to Draft TS38.300 section 4.5.3:

The network Interfaces should be provided by RAN3. When looking at its counterpart in 37.340, the control plane and user plane for network Interfaces have been both described; hence it is better for 38.300 to align with that.
Proposal 2: In TS38.300, the control plane and user plane network protocol architecture for DC should be discussed and described, e.g. taking TS37.340 counterparts texts as references.
Proposal 3: To discuss and agree on the TP as shown in Annex below.
3. Conclusion
RAN3 is kindly asked to consider following proposals:
Proposal 1: In TS38.300 and other 5G specs., “Dual Connectivity” or “DC” is used, only referring to Intra-NR DC case. The “MR-DC with 5GC” refers to Inter-RAT DC with 5GC (Option 7 and 4 series).
Proposal 2: In TS38.300, the control plane and user plane network protocol architecture for DC should be discussed and described, e.g. taking TS37.340 counterparts texts as references.
Proposal 3: To discuss and agree on the TP as shown in Annex below.
4. References
[1] TS 38.300 v041, Nokia
[2] TS 37.340 v011, ZTE

5. Annex
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4.2
Functional Split

The gNB hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in both uplink and downlink (scheduling);

-
IP header compression, encryption of user data stream and integrity protection;

-
Selection of an AMF at UE attachment when no routing to an AMF can be determined from the information provided by the UE;

-
Routing of User Plane data towards UPF(s);

-
Routing of Control Plane information towards AMF;

-
Connection setup and release;

-
Scheduling and transmission of paging messages (originated from the AMF);

-
Scheduling and transmission of system broadcast information (originated from the AMF or O&M);

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Transport level packet marking in the uplink;
-    Session Management;

-
Support of Network Slicing;

-
QoS Flow management and mapping to data radio bearers;
 -
Support of UEs in inactive mode;
-
Distribution function for NAS messages;

-
NAS node selection function;

-
Radio access network sharing;

-
Dual Connectivity;

-
Multi RAT-Dual Connectivity (MR-DC, see 3GPP TS 37.340 [x]).
///////////////////////////////////////////////////////////////////////////////  Next  ///////////////////////////////////////////////////////////////////////////////////

4.3.2.2
Xn Control Plane

The Xn control plane interface (Xn-C) is defined between two gNBs connecting to 5GC, between gNB and eNB connecting to 5GC and between two eNBs connecting to 5GC. The control plane protocol stack of the Xn interface is shown on Figure 4.3.2.2-1. The transport network layer is built on SCTP on top of IP. The application layer signalling protocol is referred to as Xn-AP (Xn Application Protocol). The SCTP layer provides the guaranteed delivery of application layer messages. In the transport IP layer point-to-point transmission is used to deliver the signalling PDUs.
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Figure 4.3.2.2-1: Xn-C Protocol Stack
The Xn-C interface supports the following functions:

-
Xn interface management and error handling: the functionality to manage the Xn-C interface;

-
Mobility support for UE in CM-CONNECTED: the functionality to manage the UE mobility for connected mode between nodes in the NG-RAN; 

-
Dual connectivity: the functionality to enable usage of additional resources in a intra-RAT secondary node in the NG-RAN.

-
Multi RAT- Dual connectivity (MR-DC): the functionality to enable usage of additional resources in a inter-RAT secondary node in the NG-RAN.
///////////////////////////////////////////////////////////////////////////////  Next  ///////////////////////////////////////////////////////////////////////////////////

4.5.3
Network Interfaces

4.5.3.1
Control Plane
In DC, control plane signalling between the MgNB and the SgNB is performed by means of Xn-C interface signalling, Control plane signalling between the MgNB and the AMF is performed by means of NG-C interface signalling.

There is only one NG-C connection per UE between the MgNB and the AMF. The MgNB and the SgNB involved in DC for a certain UE control their radio resources and are primarily responsible for allocating radio resources of their cells. Respective coordination between MgNB and SgNB is performed by means of Xn-C interface signalling.

Figure 4.5.3.1-1 shows C-plane connectivity of MgNB and SgNB involved in DC for a certain UE: NG-C is terminated in the MgNB and the MgNB and the SgNB are interconnected via Xn-C.
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Figure 4.5.3.1-1: C-Plane connectivity for DC
4.5.3.2
User Plane

In DC, user plane between the MgNB and the SgNB is performed by means of Xn-U interface, User plane between the MgNB/SgNB and the UPF is performed by means of NG-U interface.

Figure 4.5.3.2-1 shows U-plane connectivity of MgNB and SgNB involved in DC for a certain UE: NG-U is terminated in the MgNB/SgNB and the MgNB and the SgNB are interconnected via Xn-U. Particular links are needed according to the bearer type option used.
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Figure 4.5.3.2-1: U-Plane connectivity for DC.
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1
4

_1557851735.vsd
Text



_1557852209.vsd
Text



_1551706109.doc


IP







SCTP







Physical layer







Data link layer







Xn-AP












