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1
Introduction
This paper provides the text proposal of gNB-DU Measurement Reporting as discussed in [1].
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8
F1AP procedures
8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	Common Measurement Initiation
	COMMON MEASUREMENT INITIATION REQUEST
	COMMON MEASUREMENT INITIATION RESPONSE
	COMMON MEASUREMENT INITIATION FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	Common Measurement Reporting
	COMMON MEASUREMENT REPORT

	Common Measurement Termination
	COMMON MEASUREMENT TERMINATION REQUEST

	Common Measurement Failure
	COMMON MEASUREMENT FAILURE INDICATION
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8.X2
Measurement Reporting procedures
8.X2.1
Common Measurement Initiation
8.X2.1.1
General
The purpose of the Common Measurement Initiation procedure is used to request the initiation of measurements on common resources in a gNB-DU. The procedure uses non-UE associated signalling.

8.X2.1.2
Successful Operation
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Figure 8.X2.1.2-1: Common Measurement Initiation procedure. Successful operation.
The gNB-CU initiates the procedure by sending a COMMON MEASUREMENT INITIATION REQUEST message. 

8.X2.1.3
Unsuccessful Operation
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Figure 8.X2.1.3-1: Common Measurement Initiation procedure. Unsuccessful operation.

If the requested measurement cannot be initiated, the gNB-DU shall reply with the COMMON MEASUREMENT INITIATION FAILURE message.
8.X2.1.4
Abnormal Conditions

8.X2.2
Common Measurement Reporting
8.X2.2.1
General
The purpose of the Common Measurement Reporting procedure is used to report the result of measurements on common resources in a gNB-DU. The procedure uses non-UE associated signalling.

8.X2.2.2
Successful Operation
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Figure 8.X2.2.2-1: Common Measurement Reporting procedure. Successful operation.
If the requested measurement reporting criteria are met, the gNB-DU shall initiate the Common Measurement Reporting procedure by sending a COMMON MEASUREMENT REPORT message. 

8.X2.2.3
Abnormal Conditions

8.X2.3
Common Measurement Termination
8.X2.3.1
General
The purpose of the Common Measurement Termination procedure is used to terminate measurements on common resources in a gNB-DU previously requested by the gNB-CU. The procedure uses non-UE associated signalling.

8.X2.3.2
Successful Operation
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Figure 8.X2.3.2-1: Common Measurement Termination procedure. Successful operation.
The gNB-CU initiates the procedure by sending a COMMON MEASUREMENT TERMINATION REQUEST message. 

8.X2.3.3
Abnormal Conditions

8.X2.4
Common Measurement Failure
8.X2.4.1
General
The purpose of the Common Measurement Failure procedure is used to notify the gNB-CU that measurements previously requested by the Common Measurement Initiation procedure can no longer be reported. The procedure uses non-UE associated signalling.

8.X2.4.2
Successful Operation
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Figure 8.X2.4.2-1: Common Measurement Failure procedure. Successful operation.
The gNB-CU initiates the procedure by sending a COMMON MEASUREMENT FAILURE INDICATION message to inform the gNB-CU that previously requested measurements can no longer be reported. The gNB-DU locally terminates the indicated measurements. 

8.X2.4.3
Abnormal Conditions
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