3GPP TSG-RAN WG3#97
R3-172846

Berlin, Germany, 21-25 August 2017

3GPP TSG-RAN WG2 NR#2
Tdoc R2-1707502
Qingdao, China, 27th – 29th June 2017
Title:
LS to RAN3 on MN-initiated SN change for delta signalling
Response to:


Release:
Release 15
Work Item:
NR_newRAT-Core
Source:
TSG-RAN WG2
To:
TSG-RAN WG3
Cc:

Contact Person:


Name:
Jing-Rong Hsieh
E-mail Address:
jing_hsieh(at)htc.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:


1. Overall Description:

RAN2 has been discussing the MN-initiated SN change procedure involved in NR Non-StandAlone (NSA) operation. The MN-initiated SN change is mainly for the purpose of load balancing. As the SN may update SCG configuration to the UE on SCG SRB, the MN may not have the current SCG configuration. In an effort to support delta signalling for this case, RAN2 has agreed the following:
Agreements

1: 
To support delta signalling at MN initiated SN change, MN must have the current SCG configuration in the SN in order to support the MN-initiated SN change. 

In the RAN2 discussion, two options below were discussed.
1)
MN queries SN for the current SCG configuration.
2)
SN provides the current SCG configuration to the MN upon update.
RAN2 is in favour of option 1 but understands that it is RAN3 to make the decision for the signalling detail.
2. Actions:

To RAN3 group.

ACTION: 
RAN2 respectfully asks RAN3 group to discuss and provide the signalling detail for supporting the delta signalling at MN initiated SN change.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #99 
21th – 25th August 2017
Berlin, DE.
TSG-RAN WG2 Meeting #99bis
9th – 13th October 2017

Prague, CZ.
