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	17.  Quality of Experience (QoE) Measurement Collection for streaming services in E-UTRAN (RAN2-led) WI

WID [LTE_QMC_Streaming]: RP-170786 (target: RAN#78) [TU:  0.5 (0.5, 0.5, 0)]
Note: Existing MDT functionality should be taken as baseline

	17.1. E-UTRAN Functionality for QoE Measurement Collection (depending on RAN2 progress)

	R3-173194
	Possible RAN3 impacts for QMC (Huawei)
	discussion
Noted

	R3-173195
	Introduction of QoE Measurement Collection for LTE (Huawei)
	CR1529r, TS 36.413 v14.3.0, Rel-15, Cat. B


	R3-173196
	Introduction of QoE Measurement Collection for LTE (Huawei)
	CR1042r, TS 36.423 v14.3.0, Rel-15, Cat. B


	R3-173241
	QoE for streaming services in E-UTRAN (Ericsson)
	discussion
Noted

	Three kinds of solutions were discussed in RAN2, no conclusion in RAN2 yet.
Solution 1: both the QoE configurations and measurement results are transferred via RRC signaling. 
Solution 2: both the QoE configurations and measurement results are transferred via user plane. 
Solution 3: the QoE configurations are transferred via RRC signalling and the QoE measurement results are transferred via user plane.
If RAN2 agrees that QMC solutions would allow the network to send the QoE configuration to the UE, the possible RAN3 impacts are:

support the QoE configuration from the CN to the eNB 
support the QoE configuration between eNBs? QoE measurement continuation after X2/S1 Handover
Both management based and signalling based triggering are supported;
We foreseen future addition of such measurements e.g. as one of the UE Application Layer Measurement.

UE capability of feature support is indicated to CN? Whether a new UE capability needed is pending to RAN2. UE capability transmission via S1 interface?

The measurement is continued after the SRNS relocation (at EUTRAN side, it is corresponding to X2/S1 handover)? Need further check….
The Target node may feedback its support to the QoE measurement? Need further check….
Pending to RAN2 decision on final solution….To be continued….

RAN3 shall wait for the decision in RAN2 and provide the appropriate signalling (if needed).



