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1 Introduction

This contribution mainly provides the text proposal for the PDU Session Setup/Release procedure as follows: 
· Define N2 SM Info IE as follows. 
· Tabular-1 the N2 SM Info IE requirement PDU Session Related Procedure
	PDU Session Related Procedure
	PDU Session Related
	N2 SM Info IE required

	PDU Session Release Command
	PDU Session requested to be released
	The cause IE is captured in the PDU Session Release Command Transfer

	PDU Session Release Response

gNB->AMF
	PDU Session successfully released
	No IE is needed for the N2 SM Info

	
	PDU Session failed to be released 
	The cause value needs to be explicitly indicated to be the AMF

	
	PDU Session failed to be modified 
	


· Add the Interactions with handover preparation procedure for the PDU session setup procedure.

· Move the IE required by the AMF out of the N2 SM Info for: mainly the failure cause.
2 Text Proposal for 38.413
8.2
PDU Session Management Procedures
Editor’s Note:
The message names for PDU Session Management may need further review.

Editor’s Note:
It is FFS whether to name the PDU session/QoS flow as PDU session resource/QoS flow resource or other names in the descriptions and IE definitions.
8.2.2
PDU Session Resource Release

8.2.2.1
General

The purpose of the PDU Session Resource Release procedure is to enable the release of the NG-RAN configuration and resource of already established PDU Session Resources for a given UE. The procedure uses UE-associated signalling.
Editor’s Note:
Further details are FFS.
8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: PDU session resource release: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE RELEASE COMMAND message. 
The PDU SESSION RESOURCE RELEASE COMMAND message shall contain the information required by the gNB to release the NG-RAN configuration and resource allocated for each PDU session listed in the PDU Session Resource Release List IE. If a NAS-PDU IE is contained in the message, the gNB shall pass it to the UE.
Upon reception of the PDU SESSION RESOURCE RELEASE COMMAND message the gNB shall execute the release of the requested PDU sessions. For each PDU session to be released the gNB shall release the corresponding resources over Uu and over NG. 
The gNB shall report to the AMF in the PDU SESSION RESOURCE RELEASE RESPONSE message the result for each PDU session requested to be release listed in the PDU SESSION RESOURCE RELEASE COMMAND message. 
-
For each PDU session whose resource is successfully released, the PDU session ID should be included in the PDU Session Resource Release Item IEs IE.
-
For each PDU session whose resource fails to be released, the failure cause shall be included in the cause IE for each QoS flow failed to be released within PDU Session Resource Release Response Transfer IE(FFS). 
The gNB shall, if supported, report in the PDU SESSION RESOURCE RELEASE RESPONSE message location information of the UE in the User Location Information IE.

After sending a PDU SESSION RESOURCE RELEASE RESPONSE message containing a PDU Session ID within the PDU Session Resource Release List IE, the gNB shall be prepared to receive a PDU SESSION RESOURCE SETUP REQUEST message requesting establishment of a PDU session with this PDU Session ID.

If the User Location Information IE is included in the PDU SESSION RESOURCE RELEASE RESPONSE message, the AMF shall handle this information as specified in TS 23.501 [9].
Editor’s Note:
Further details are FFS.
8.2.2.3
Unsuccessful Operation

Editor’s Note:
Further details are FFS.
8.2.2.4
Abnormal Conditions

Editor’s Note:
Further details are FFS.
9.2
Message Functional Definition and Content
9.2.1
PDU Session Management Messages

Editor’s Note:
Need to clarify how and where to capture the fact there is an SMF above the AMF.
9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

Editor’s Note:
The grouping of SM-related Ies using an NGAP SM container transparent to the AMF is subject to confirmation. Message structure and Ies need further checking and completion. Further details FFS.
This message is sent by the AMF and is used to request the gNB to release already established PDU Session Resources for a given UE.

Direction: AMF ( gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	NAS PDU(FFS)
	-O
	
	<ref>
	
	YES
	reject

	PDU Session Resource Release Command List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Command Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>S-NSSAI (FFS)
	O
	
	<ref>
	
	-
	

	>>PDU Session Resource Release Command Transfer
	M
	
	<ref> PDU Session Resource Release Command Transfer
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	>>NAS PDU
	O
	
	<ref>
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS. 


9.2.1.4
PDU SESSION RESOURCE RELEASE RESPONSE

Editor’s Note:
Further details FFS.
Editor’s Note: It is FFS whether to define the release failure for PDU Session Resource or QoS flow.
This message is sent by the gNB as a response to the request to release already established PDU session resources for a given UE.

Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	PDU Session Resource Release List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Release Response Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI [FFS]
	O
	
	<ref>
	
	YES
	reject

	PDU Session Resource Failed to Release List[FFS]
	
	1
	
	
	YES
	reject

	>PDU Session Resource Failed to Release Item Ies
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI [FFS]
	O
	
	<ref>
	
	YES
	reject

	>>PDU Session Resource Release Response Transfer
	M
	
	<ref> PDU Session Resource Release Response Transfer
	This IE includes a container from the RAN to the SMF node transparently to the AMF.
	YES
	reject

	User Location Information
	O
	
	<ref>
	
	YES
	ignore

	Criticality Diagnostics 
	O
	
	<ref>
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS. 


9.3.1
Radio Network Layer Related Ies

Editor’s Note:
The subclauses will be reordered toward the end of the work item.
---------------------------------------------<Skip the unchanged part>---------------------------------------



	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


9.3.1.9
PDU Session List

This IE contains a list of PDU sessions with a cause value. It is used for example to indicate failed PDU session(s) or PDU session(s) to be released, or PDU session(s) not fulfilled any more.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Item Ies
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>Cause 
	M
	
	<ref>
	
	
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS. 


9.3.1.10
PDU Session Resource Release Command Transfer

Editor’s Note:
Further details FFS.　
This IE is sent transparently by the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	
	
	
	
	
	
	

	Cause
	M
	
	<ref>
	
	-
	


9.3.1.11
PDU Session Resource Release Response Transfer
Editor’s Note:
Further details FFS.
This IE is sent transparently by the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	QoS Flows Release List
	
	0..1
	
	
	-
	

	>QoS Flows Release Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Indicator
	M
	
	<ref>
	
	EACH
	reject

	QoS Flows Failed To Release List[FFS]
	O
	
	<ref>QoS Flow List
	
	YES
	ignore


---------------------------------------------<End of changes>----------------------------------------------
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