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1
Introduction
In the last RAN3 meeting, we had agreed that MCG split SRBs shall be indicated in the Secondary Node Addition procedure.  

In this paper, we address two related small issues.

2. Discussion

2.1 Secondary modification procedure

In the RAN2 97bis meeting, RAN2 agreed that MCG split SRB should be decided and configured by MN in both SN addition procedure and SN modification procedure.
Agreements

1: Split SRB is supported for both SRB1 and SRB2. (Split SRB is not supported for SRB0)

2: Split SRB should be decided and configured by MN in SeNB addition and/or Modification procedure, with SN configuration part provided by SN. (RAN3 can discuss whether there are cases where the SN may need to reject the split SRB configuration)

3:
For MCG split SRB, in downlink, selection of transmission path depends on network implementation.

Proposal 1: MN can trigger RRC transfer message by Secondary Node Modeification procedure as well as Secondary Node Addition procedure.

2.2. PDCP PDU

Currently, the RRC message is encapsulated in a PDCP-C PDU, but it is correct. 

According to TS36.323, PDCP-C PDU is PDCP control PDU, so that RRC message should be encapsulated in a PDCP PDU (i.e., PDCP data PDU).

Proposal 2: RRC message should be encapsulated in a PDCP PDU other than PDCP-C PDU.

3. Conclusion

RAN3 is suggested to agree the following proposals and capture the related Text Proposal.

Proposal 1: MN can trigger RRC transfer message by Secondary Node Modeification procedure as well as Secondary Node Addition procedure.

Proposal 2: RRC message should be encapsulated in a PDCP PDU other than PDCP-C PDU.

4
Text proposal for the baseline CR to TS 36.423
First change, omitted text not changed
9.1.3
Messages for E-UTRAN-NR Dual Connectivity Procedures

Editor’s Note: The IEs SCG Split Bearer and QoS are pending on further discussion. FFS.
9.1.3.5
SENB MODIFICATION REQUEST

This message is sent by the MeNB to the SeNB to request the preparation to modify SeNB resources for a specific UE.

Direction: MeNB ( SeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SCG Change Indication
	O
	
	9.2.73
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN Identity

9.2.4
	The serving PLMN of the SCG in the SeNB.
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.29
	
	–
	–

	>SeNB Security Key
	O
	
	9.2.72
	
	–
	–

	>SeNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.12
	
	–
	–

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>>Correlation ID
	O
	
	Correlation ID
9.2.84
	
	–
	–

	>>>>>SIPTO Correlation ID
	O
	
	Correlation ID

9.2.84
	
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes QoS parameters to be modified
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes QoS parameters to be modified
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	MeNB to SeNB Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 36.331 [9]
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.52
	
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	SeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the SeNB
	YES
	reject

	Requested MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for MCG Split SRB are requested.
	YES
	reject


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


9.1.3.6
SENB MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the SeNB to confirm the MeNB’s request to modify the SeNB resources for a specific UE.

Direction: SeNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	ignore

	SeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the SeNB
	YES
	ignore

	E-RABs Admitted List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added List
	
	1
	
	
	–
	–

	>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>S1 DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SeNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>SeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2 transport bearer at the SeNB.
	–
	–

	>E-RABs Admitted To Be Modified List
	
	0..1
	
	
	–
	–

	>>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SeNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>SeNB GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2 transport bearer at the SeNB.
	–
	–

	>E-RABs Admitted To Be Released List
	
	0..1
	
	
	–
	–

	>>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SeNB to MeNB Container
	O
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS 36.331 [9]
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	ignore

	SeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the SeNB
	YES
	Ignore

	Admitted MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


Next change, omitted text not changed
8.X.Y
RRC Transfer
8.X.Y.1
General

The purpose of the RRC Transfer procedure is to deliver an RRC message encapsulated in a PDCP PDU to the SgNB so that it may then be forwarded to the UE.

The procedure uses UE-associated signalling.

8.X.Y.2
Successful Operation
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Figure 8.X.Y.2-1: RRC Transfer procedure, successful operation.

The MeNB initiates the procedure by sending the RRC TRANSFER message to the SgNB.

8.X.Y.3
Abnormal Conditions

The receiving node may ignore the message, if the sending node has not notified about possibility of RRC transfer at the bearer setup.
Remaining text not changed
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