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1   Introduction
This contribution is the pCR for the mobility related parameters for over F1 TS38.473 v0.3.0, to reflect the following proposals:

· include Target Cell ID into UE CONTEXT SETUP REQUEST, and MobilityControlInfo into UE CONTEXT SETUP RESPONSE, for the inter-gNB-DU mobility case.
· include Target Cell ID into UE CONTEXT MODIFICATION REQUEST, and MobilityControlInfo into UE CONTEXT MODIFICATION RESPONSE, for the intra-gNB-DU mobility case. 
2   Reference

[1] TS38.473 V0.3.0 F1 application protocol (F1AP)
5 Text proposal for TS38.473 V0.3.0
9.2.2 
UE Context Management messages
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gN-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	Target Cell ID
	O
	
	<reference>
	Includes target NR Cell ID for handover. 
	YES
	ignore


9.2.2.2
UE CONTEXT SETUP RESPONSE

This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	MobilityControlInfo
	O
	
	<reference>
	It is to be defined by RAN2 which contains necessary information for UE to perform handover. 
	
	YES


9.2.2.x
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	Target Cell ID
	O
	
	<reference>
	Includes target NR Cell ID for handover. 
	YES
	ignore


9.2.2.y
UE CONTEXT MODIFICATION RESPONSE
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	MobilityControlInfo
	O
	
	<reference>
	It is to be defined by RAN2 which contains necessary information for UE to perform handover. 
	
	YES
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