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9.3.1.10
GBR QoS Flow Information

Editor’s Note:
Further details FFS.

This IE indicates the maximum and guaranteed bit rates of a GBR QoS flow for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.4
	Maximum Bit Rate in DL. Details in TS 23.501 [9].
	-
	-

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.4
	Maximum Bit Rate in UL. Details in TS 23.501 [9].
	-
	-

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [9].
	-
	-

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.4
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [9].
	-
	-

	E-RAB ID
	O
	
	<ref>
	
	-
	-


9.3.1.11
PDU Session Setup Request Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource Aggregated Maximum Bit Rate
	M
	
	<ref>
	
	-
	

	Transport Layer Information
	M
	
	9.3.2.2
	
	-
	

	PDU Session Type
	M
	
	<ref>
	eNote: IP, unstructured or Ethernet
	-
	

	E-RAB ID
	O
	
	<ref>
	
	-
	

	QoS Flows Setup List
	
	1
	
	
	-
	

	>QoS Flows Setup Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Indicator
	M
	
	<ref>
	
	EACH
	reject

	>>QoS Flow Level QoS Parameters
	O
	
	9.3.1.23
	
	EACH
	reject
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