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1. Introduction

This contribution provides text proposal for TS 38.413 based on some SA2 agreements on QoS concept and functionality for TS 23.501 [1], in SA2#122bis meeting.
1 Text Proposal for TS 38.413
9.3.1.29
Non-standardised QoS Flow Descriptor

This IE indicates the QoS parameters for a Non-standardised QoS flow for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Non-standardised QoS Flow Descriptor
	
	
	
	

	>Resource Type
	M
	
	ENUMERATED(GBR, Delay critical GBR, Non-GBR)
	

	>Priority Level
	M
	
	<ref>
	Desc.: This IE indicates a priority in scheduling resources among QoS flows. 
Usage: This IE shall be used to differentiate between QoS flows of the same UE, and it shall also be used to differentiate between QoS flows from different UEs. Once all QoS requirements are fulfilled for the GBR QoS flows, spare resources can be used for any remaining traffic in an implementation specific manner. The lowest Priority level value corresponds to the highest Priority (see TS 23.501 [1]).

	>Packet Delay Budget
	M
	
	<ref>
	Desc.: This IE shall be interpreted as a maximum delay with a confidence level of 98 percent
Usage: For QoS flows with delay critical GBR resource type, a packet which is delayed more than PDB is counted as lost, and included in the PER (see TS 23.501 [1]).

	>Packet Error Rate
	M
	
	<ref>
	eNote: Details are FFS

	>Averaging Window
	M
	
	<ref>
	
Desc.: This IE is defined only for GBR QoS flows. 
It represents the duration over which the GFBR and MFBR shall be calculated (e.g. (R)AN, UPF, UE). 
Usage: This IE is signalled with 5QIs, and if it is not received a standardized default value will apply (see TS 23.501 [1]).


2. Conclusion:
Proposal: RAN3 is requested to agree the above Text Proposal for TS 38.413.
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