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1. Introduction
As discuss in R3-173816, it is proposed to introduce a Cell Configuration Update procedure in F1AP that can be requested by gNB-CU to gNB-DU for cell activation/cell deactivation/cell configuration parameter update request.

This pCR provide the change to 38.473.
Text Proposal to 38.473

8.2.xx
Cell Configuration Update 
8.2.xx.1
General

The purpose of the Cell Configuration Update procedure is to request to gNB-DU to update cell configuration e.g. activate or deactivate one or more cells, to update cell related parameters.
The procedure uses non UE-associated signalling.

8.2.xx.2
Successful Operation
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Figure 8.2.xx.2-1: Cell Configuration Update, successful operation
The gNB-CU initiates the procedure by sending the CELL CONFIGURATION UPDATE REQUEST to the gNB-DU. 
The gNB-DU responds with a CELL CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the requested configuration.
8.2.xx.3
Unsuccessful Operation
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Figure 8.2.xx.3-1: Cell Configuration Update, unsuccessful operation
If the gNB-DU cannot accept the update, it shall respond with a CELL CONFIGURATION UPDATE FAILURE message and appropriate cause value.
8.2.xx.4
Abnormal Conditions

Not applicable.

9.2.1.x
CELL CONFIGURATION UPDATE REQUEST
This message is sent by the gNB-CU to request the Cell configuration update to the gNB-DU over the F1 interface.

Direction: gNB-CU (gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Cells to Activate
	
	0 .. <maxnoofCellinDU>
	FFS
	
	EACH
	Ignore

	>Cell ID
	O
	
	FFS
	
	-
	-

	Cells to Deactivate
	
	0 .. <maxnoofCellinDU>
	FFS
	
	EACH
	Ignore

	>Cell ID
	O
	
	FFS
	
	-
	-

	Cell related parameters to update request 
	
	0..1
	
	
	YES
	Ignore

	>PCI (FFS)
	O
	
	FFS
	
	-
	-

	>PRACH-Config
	O
	
	FFS
	
	-
	-

	...
	
	
	
	
	
	

	
	
	
	
	
	
	


9.2.1.x
CELL CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by the gNB-DU to eNB-CU to acknowledge update of information that was requested.
Direction: gNB-DU (gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.x.x
	
	YES
	ignore
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