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1 Introduction

This contribution proposed the correction on NGAP handover procedure in order to support inter-system handover.

2 Discussion
The list of procedures for intra NG-RAN NG based handover was captured in the TS38.413 [1]. To support inter-system handover for single registration mode UE, the following NGAP procedures are also necessary for inter-system handover:

· Handover Preparation
· Handover Resource Allocation
· Handover Cancellation
· Handover Notification
For the Handover Preparation procedure, the target base station could be a NG-RAN node in case of intra NG-RAN handover or an eNB in case of inter-system handover.  In several places, “the target side” is used in order to cover both cases. However, the target gNB is used for handover preparation failure procedure. This should be corrected.
If the 5GC or the target gNB is not able to accept any of the PDU Session Resources or a failure occurs during the Handover Preparation, the AMF sends the HANDOVER PREPARATION FAILURE message with an appropriate cause value to the source gNB.
3 Text Proposal
*******************Start of the Change*******************
8.4.1.3
Unsuccessful Operation
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Figure 8.4.1.3-1: Handover preparation: unsuccessful operation

If the 5GC or the target side is not able to accept any of the PDU Session Resources or a failure occurs during the Handover Preparation, the AMF sends the HANDOVER PREPARATION FAILURE message with an appropriate cause value to the source gNB.

Editor’s Note:
Further details are FFS.
Interaction with Handover Cancel procedure:

Editor’s Note:
Further details are FFS.
*******************End of the Change*******************
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