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1
Introduction

This document follows discussions in R3-174068.
2
Text Proposal for TS 37.340 
<<<<<<<<<<<<<<<<<<<< Start Changes >>>>>>>>>>>>>>>>>>>>

8.4
User data forwarding

Editor’s note: the following text only covers EN-DC but it should be made more generic to cover MR-DC with 5GC as well. 

For EN-DC, user data forwarding may be performed for E-RABs configured with the SCG bearer option, with the MCG split bearer option or with the SCG split bearer option. The behaviour of the node from which data is forwarded is the same as specified for the “source eNB” for handover, the behaviour of the node to which data is forwarded is the same as specified for the “target eNB” for handover. 
For MR-DC with 5GC, user data forwarding may be performed between NG-RAN nodes whenever the location of a PDCP entity changes. The behaviour of the node from which data is forwarded is the same as specified for the “source NG-RAN node” for handover, the behaviour of the node to which data is forwarded is the same as specified for the “target NG-RAN node” for handover. Statements on QoS flow to DRB mapping for handover are also applicable for mobility scenarios for MR-DC with 5GC. 
If data forwarding for MCG/SCG split bearer option is applied, the PDCP PDUs which are not acknowledged by the UE are forwarded from the corresponding node to the node hosting PDCP in the course of procedures involving the release of the SCG/MCG part of the split bearer (e.g., Secondary Node Modification, Secondary Node Release, Change of Secondary Node).

<<<<<<<<<<<<<<<<<<<< End Changes >>>>>>>>>>>>>>>>>>>>

PAGE  
1

