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Introduction
At the last meeting R3-172714 started to address the areas that needed to be modified to correctly address option 3 in general but in particular. in the F1 specifications. That discussion got bogged down in a terminology discussion because it took the route of introducing some new terminology. This proposal doesn’t introduce any new terminology it just hopefully correctly specifies en-gNB alongside of gNB, and is in line with R3-173543.
38.471 Changes
Scope
The scope of the F1 interface now not only applies to a split of a gNB but also includes a split of a en-gNB, this should be clarified in each F1 spec
Definitions
Modify any explicit definitions or add if they don’t exist in each F1 spec for gNB and en-gNB that reference 38.300 and 37.340. and gNB-CU and gNB-DU that reference 38.401
Proposal: Make the following changes in a pCR to 38.471:
Add to the scope of 38.471:
The F1 interface provides means for interconnecting a gNB-CU and a gNB-DU of a gNB within an NG-RAN, or for interconnection a gNB-CU and a gNB-DU of an en-gNB within an E-UTRAN.
Add the following to the 38.471 definitions and remove explicit definitions of gNB, gNB-CU, gNB-DU.
gNB-CU: as defined in 38.401[x]
gNB-DU: as defined in 38.401[x]
gNB: as defined in 38.300[y]
en-gNB: as defined in 37.340[z]

Add specification references to 38.401, 38.300 and 37.340.


1. [bookmark: _Toc480287698]Scope
The present document specifies the standards allowed to implement Layer 1 on the F1 interface. The F1 interface provides means for interconnecting a gNB-CU and a gNB-DU of a gNB within an NG-RAN, or for interconnection a gNB-CU and a gNB-DU of an en-gNB within an E-UTRAN.
The specification of transmission delay requirements and O&M requirements are not in the scope of the present document.
In the following ‘Layer 1’ and ‘Physical Layer’ are assumed to be synonymous.	
[bookmark: _Toc480287699]References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 38.411: "NG Radio Access Network (NG-RAN); NG layer 1".
[2]	void
[3]	void
[4]	void
[x]	3GPP TS 38.300: "NR; Overall description; Stage-2".
[y]	3GPP TS 38.401: “NG Radio Access Network (NG-RAN); Architecture Description”.
[z]	3GPP TS 37.340: "NR; Multi-connectivity; Overall description; Stage-2".

[bookmark: _Toc480287700]Definitions, symbols and abbreviations
[bookmark: _Toc480287701]Definitions
For the purposes of the present document, the definitions given in TS 38.411 [1] apply.
gNB-CU: as defined in TS 38.401[y]
gNB-DU: as defined in TS 38.401[y]
gNB: as defined in TS 38.300[x]
[bookmark: _GoBack]en-gNB: as defined in TS 37.340[z]

[bookmark: _Toc480287702]Symbols
For the purposes of the present document, the symbols given in TS 38.411 [1] apply.
[bookmark: _Toc480287703]Abbreviations
For the purposes of the present document, the abbreviations given in TS 38.411 [1] apply.
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