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---------------------------Start TP---------------------------------

8.x
UE Capability Management Procedures
8.x.1 UE Capability Info Indication

8.x.1.1
General

The purpose of the UE Capability Info Indication procedure is to enable the gNB to provide to the AMF UE capability-related information.
8.x.1.2
Successful Operation
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Figure 8.x.1.2-1: UE Capability Info Indication procedure. Successful operation.

The gNB controlling a UE-associated logical NG connection initiates the procedure by sending a UE CAPABILITY INFO INDICATION message to the AMF including the UE capability information. The UE CAPABILITY INFO INDICATION message may also include paging specific UE capability information within the UE Radio Capability for Paging IE. The UE capability information received by the AMF shall replace previously stored corresponding UE capability information in the AMF for the UE, as described in TS 23.501 [9].
---------------------------Start of next change ---------------------------------
9.2.y
UE CAPABILITY INFO INDICATION

This message is sent by the gNB to provide UE capability related information to the AMF.
Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	eNB UE NGAP ID
	M
	
	<ref>
	
	YES
	reject

	UE Radio Capability
	M
	
	<ref>
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	<ref>
	
	YES
	ignore
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