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1   Introduction
It is revision of R3-180371 based on the CB: # 52_UP_Security. The update against the previous version includes:

-
the ciphering indication is removed;

2   Annex – TP
Begin of Text Proposal to TS 38.423
9.2.100
PDU Session Resource To Be Setup List

Editor’s Note: Most probably this IE will be incorporated directly into the message structure and not defined as a separate IE. In principle it is applicable for Xn-C messages for HO/DC/RRC INACTIVE mobility (UE Context Retrieval) (as a PDU Session Resource configuration descriptor).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource To Be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource To Be Setup Item IEs
	
	1 ..  <maxnoof PDU Session Resources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<reference>
	Editor’s Note: This IE is FFS
	-
	

	>>S-NSSAI
	O
	
	<ref>
	
	
	

	>> PDU Session Resource Aggregated Maximum Bitrate
	M
	
	<reference>
	Editor’s Note: This IE is FFS
	
	

	>>Transport Layer Address 
	FFS
	
	<reference>
	
	-
	

	>>GTP-TEID
	FFS
	
	<reference>
	5G CN TEID.
	-
	

	>>Security  Indication
	O
	
	9.2.X
	 
	-
	-

	>>Bearer Type
	M
	
	<reference>
	Editor’s Note: IP, unstructured or Ethernet
	-
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	-
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	-
	

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	EACH
	reject

	>>>>QoS Flow Level QoS Parameters 
	FFS
	
	9.2.1
	
	EACH
	reject

	>>>> E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	
	

	>>mapping info 
QoS Flows ( DRB
	FFS
	
	
	Note: this IE is only applicable on Xn-C for active mobility
	-
	


End of Text Proposal to TS 38.423
Begin of Text Proposal to TS 38.423
9.2.X

Security Indication
This IE contains the UP integrity indication which indicate whether the UP integrity is configured for corresponding sessions, respectively.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Security Indications
	
	
	
	

	> Integrity Protection Indication
	M
	
	ENUMERATED(TRUE,…)

	Whether the concerned PDU session is enabled with integrity protection by the 5GC.



End of Text Proposal to TS 38.423
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