3GPP TSG-RAN WG3#99
R3-181055
Athens, Greece, Feb. 26 – Mar. 2 2018
Agenda item:
8.1
Source:
Nokia, Nokia Shanghai Bell

Title:
(TP for NSA BL CR) Renaming SCG-ConfigInfo IE
Document for:
Discussion and Decision
1
Introduction
This paper proposes to change the IE name from SCG-ConfigInfo to CellGroupConfigInfo, and UE Radio capabilities to UECapabilityInformation, and CellGroupConfig to CG-Config according to the LS from RAN2 [R3-180678] and latest RRC specification.
2
Discussion

RAN2 provided their LS feedback in R3-180678. 
In lieu of the RAN3 LS R3-175042 (R2-1800017: LS on RRC Information exchange for F1 UE Context Management, RAN2 would like to inform RAN3 that the following RRC Information IEs to exchange radio resource configuration over F1 during UE context management procedures are referenced to TS 38.331 as follows:

· CU to DU Information IE

· UECapabilityInformation IE in section 6.2.2 in TS 38.331

· CellGroupConfigInfo IE (which is the renamed SCG-ConfigInfo IE) in section 11.2.2 in TS 38.331

· DU to CU Information IE

· CellGroupConfig IE (section 6.3.2 in TS 38.331)
According to this feedback and the lastest RRC specification, we propose to change the IE name from SCG-ConfigInfo to CellGroupConfigInfo, and UE Radio capabilities to UECapabilityInformation and CellGroupConfig to CG-Config accordingly.
Proposal: It is proposed to agree on the TP provided in the Annex for TS 38.473 (BL CR for EN-DC). The naming for ASN.1 should be also changed.
3
Conclusions
Proposal: It is proposed to agree on the TP provided in the Annex for TS 38.473 (BL CR for EN-DC). The naming for ASN.1 should be also changed.

Text Proposal to TS 38.473 (EN-DC)
Beginning of Text Proposal to TS 38.473
9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CellGroupConfigInfo
	O
	
	OCTET STRING
	CellGroupConfigInfo, as defined in TS 38.331 [8].

	UECapabilityInformation
	M
	
	OCTET STRING
	UECapabilityInformation, as defined in TS 38.331 [8].


9.3.1.26
DU to CU RRC Information

This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CG-Config
	M
	
	OCTET STRING
	CG-Config, as defined in TS 38.331 [8].


End of Text Proposal to TS 38.473
