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1   Introduction
During past RAN3 meetings, the principle of paging over F1 is determined. Final RRC paging message which main contain multiple paging records is encoded in the DU. However, there is still FFS on how to define UE paging identity.

In this paper, we mainly focus on this FFS and provide the corresponding Text Proposal.
2   Discussion
For NR system, there are two kinds of paging, CN paging and RAN-based paging. Currently, there is a consensus on UE paging identity in RAN2, that is, for CN paging, the UE paging identity is using IMSI or S-TMSI which is sent from CN, for RAN-based paging, the UE paging identity is using I-RNTI which is allocated by RAN. According to the consensus, the UE paging identity should be discussed for RAN-based paging and CN-based paging separately in CU-DU architecture.  

There have two options here for the CU to define the UE paging identity:

· Option 1: To explicitly include both UE paging identity for CN-based and UE paging identity for RAN-based in F1 AP paging message;

· Option 2: To define a new UE paging identity, both of CN-based and RAN-based paging are applicable. The contents of UE paging identity are different. E.g. The UE paging identity is IMSI or S-TMSI for CN-based paging and the UE paging identity is I-RNTI for RAN-based paging.   
Here in order to be more intuitive and simple, option 1 is preferred here.
Proposal
It is proposed that UE paging identity for CN-based and UE paging identity for RAN-based should be provided by CU in F1 AP paging message.
3   Conclusion
In this contribution, we further analysed the leftover FFS of paging in the TR38.473, and get the following proposals:
Proposal
It is proposed that UE paging identity for CN-based and UE paging identity for RAN-based should be provided by CU in F1 AP paging message.
It is also proposed to capture the text proposal in section 5.
4   Reference

5   Text Proposal for SA BL 38.473 
Start of the first change
9.2.x3
Paging messages

9.2.x3.1
PAGING

This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE Identity Index value
	M
	
	9.3.1.x3
	
	YES
	reject

	UE Paging identity for RAN-based
	O
	
	FFS 
	
	YES
	reject

	UE Paging identity for CN-based 
	O
	
	FFS 
	
	
	

	Paging DRX
	O
	
	9.3.1.x4
	
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.x5
	
	YES
	ignore

	Paging Cell List 
	
	1
	
	
	
	

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NCGI
	M
	
	9.3.1.12
	
	-
	


	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is FFS. 


Editor’s note: The detailed definition for the IEs above and the inclusion of additional IEs is FFS.
End of the next change
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