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1
Introduction
This TP contains stage 3 impacts following way forward taken at RAN3 Adhoc 1801 meeting relative to NSA ANR. The TP is based on [1].
2
Discussion
The updates in this TP are intended to reflect the following agreements:
The EN-DC X2 Setup Request and EN-DC X2 Setup Response always carries the full list of supported cells. Namely, an eNB will include its full list of supported cells, and an en-gNB will include its full list of supported cells.

Enable two types of EN-DC Configuration Updates:

1) EN-DC Configuration Update providing updates for a limited list of en-gNB cells

2) EN-DC Configuration Update providing updates for the full list of en-gNB cells
References
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R3-180714, Living CR to TS 36.423
Annex
- TP for living CR to TS 36.423
<<< start of changes >>>
9.1.2.31
EN-DC X2 SETUP REQUEST

This message is sent by an initiating E-UTRAN node to a neighbouring E-UTRAN node, both nodes able to interact for EN-DC, to transfer the initialization information for a TNL association.

Direction: eNB ( en-gNB, en-gNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	CHOICE Initiating NodeType
	M
	
	
	
	
	

	>eNB
	
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	>>List of Served E-UTRA Cells
	
	1 .. <maxCellineNB>
	
	Complete list of cells served by the eNB
	YES
	reject

	>>>Served E-UTRA Cell Information
	M
	
	Served Cell Information 9.2.8
	
	–
	–

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Cell Assistance Information
	O
	
	9.2.115
	
	YES
	ignore

	>en-gNB
	
	
	
	
	
	

	>>Global en-gNB ID
	M
	
	9.2.112
	
	YES
	reject

	>>List of Served NR Cells
	
	1 .. <maxCellinengNB>
	
	Complete list of cells served by the en-gNB.
	YES
	reject

	>>>Served NR Cell Information
	M
	
	9.2.110
	
	–
	

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours.


	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.


9.1.2.32
EN-DC X2 SETUP RESPONSE

This message is sent by a neighbouring E-UTRAN node to an initiating E-UTRAN node, both nodes able to interact for EN-DC, to transfer the initialization information for a TNL association.

Direction: eNB ( en-gNB, en-gNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	CHOICE Responding NodeType
	M
	
	
	
	
	

	>eNB
	
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	>>List of Served E-UTRA Cells
	
	1 .. <maxCellineNB>
	
	Complete list of cells served by the eNB
	YES
	reject

	>>>Served E-UTRA Cell Information
	M
	
	Served Cell Information 9.2.8
	
	–
	–

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>en-gNB
	
	
	
	
	
	

	>>Global en-gNB ID
	M
	
	9.2.112
	
	YES
	reject

	>>List of Served NR Cells
	
	1 .. <maxCellinengNB>
	
	Complete list of cells served by the en-gNB
	YES
	reject

	>>>Served NR Cell Information
	M
	
	9.2.110
	
	–
	

	>>>NR Neighbour Information


	O
	
	9.2.98
	NR neighbours


	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.


9.1.2.34
EN-DC CONFIGURATION UPDATE

This message is sent by an initiating E-UTRAN node to a peer neighbouring E-UTRAN node, both nodes able to interact for EN-DC, to transfer updated information for a TNL association.

Direction: eNB ( en-gNB, en-gNB ( eNB. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	CHOICE Initiating NodeType
	M
	
	
	
	
	

	>eNB
	
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	>>Cell Assistance Information
	O
	
	9.2.115
	
	YES
	ignore

	>>Served E-UTRA Cells To Add
	
	0 .. <maxCellineNB>
	
	
	GLOBAL
	reject

	>>>Served E-UTRA Cell Information
	M
	
	Served Cell Information 9.2.8
	
	–
	–

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served E-UTRA Cells To Modify
	
	0 .. <maxCellineNB>
	
	Complete list of modified cells served by the eNB
	GLOBAL
	reject

	>>>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier
	–
	–

	>>>Served E-UTRA Cell Information
	M
	
	Served Cell Information 9.2.8
	
	–
	–

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served E-UTRA Cells To Delete
	
	0 .. <maxCellineNB>
	
	Complete list of deleted cells served by the eNB
	GLOBAL
	reject

	>>>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier of the cell to be deleted
	-
	-

	>en-gNB
	
	
	
	
	
	

	>>Global en-gNB ID
	M
	
	9.2.112
	
	YES
	reject

	>>Served NR Cells To Add
	
	0 .. <maxCellinen-gNB>
	
	Complete list of added cells served by the en-gNB, or limited list if requested by the eNB.
	GLOBAL
	reject

	>>>Served NR Cell Information
	M
	
	9.2.110
	
	–
	

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served NR Cells To Modify
	
	0 .. <maxCellinen-gNB>
	
	Complete list of modified cells served by the en-gNB, or limited list if requested by the eNB.
	GLOBAL
	reject

	>>>Old NR-CGI
	M
	
	9.2.111
	
	-
	

	>>>Served NR Cell Information
	M
	
	9.2.110
	
	–
	

	>>>NR Deactivation Indication
	O
	
	ENUMERATED(deactivated,

…)
	Indicates that the concerned NR cell is switched off for energy saving reasons.
	YES
	ignore

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served NR Cells To Delete
	
	0 .. <maxCellinen-gNB>
	
	Complete list of deleted cells served by the en-gNB, or limited list if requested by the eNB.
	GLOBAL
	reject

	>>>Old NR-CGI
	M
	
	9.2.111
	
	-
	


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.115
Cell Assistance Information

Editor’s note: It is pending on further discussion whether the Partial List IE is kept or not. Whether to keep text “this IE may be refined” is FFS.

The Cell Assistance Information IE is used by the eNB to request information about NR cells. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cell Assistance Type
	M
	
	
	

	>Limited List
	
	
	
	

	>>List of Requested NR Cells
	
	1 .. < maxCellinengNB >
	
	Included when the eNB requests a limited list of served NR cells.

	>>>NR-CGI
	M
	
	9.2.111
	NR cell for which served NR cell information is requested.

	>Full List
	
	
	
	

	>>Complete Information Request Indicator
	M
	
	ENUMERATED (allServedNRCells, …)
	Included when the eNB requests the complete list of served NR cells.


	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.


<<< end of changes >>>
