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1
Introduction
This paper replies to R3-181055. 
First of all, we wish to thank the authors of R3-181055 for providing the CR with the updates to the references of the RRC containers in the F1AP specifcaitons. However, we identified some issues as described in the discussion below.   

2
Discussion

RAN2 provided their LS feedback in R3-180678. 
In lieu of the RAN3 LS R3-175042 (R2-1800017: LS on RRC Information exchange for F1 UE Context Management) RAN2 would like to inform RAN3 that the following RRC Information IEs to exchange radio resource configuration over F1 during UE context management procedures are referenced to TS 38.331 as follows:

· CU to DU Information IE

· UECapabilityInformation IE in section 6.2.2 in TS 38.331
In TS 38.331, there is no definition of the UECapabilityInformation IE. We believe that this reference should be to the UECapabilityInformation IE that is defined in TS 36.331 and that contains the UE-CapabilityRAT-ContainerList with both the NR and E-UTRA capabilities for the UE. 

Proposal 1: Provide the correct reference to UECapabilityInformation IE in TS 36.331. 
· CellGroupConfigInfo IE (which is the renamed SCG-ConfigInfo IE) in section 11.2.2 in TS 38.331
Since the LS, RAN2 has decided to change the name of this container to CG-Config-Info IE. Therfore, we propse to adopt the correct name as in TS 38.331.

Proposal 2: Adopt the latest terminology CG-ConfigInfo IE in the “CU to DU RRC Information”
· DU to CU Information IE

· CellGroupConfig IE (section 6.3.2 in TS 38.331)
The LS states that the DU to CU RRC Information includes the CellGroupConfig IE. However, in the TP for TS 38.473 in R3-181055, the CG-Config IE is proposed to be included. We believe that this may be due to a misunderstanding and we propose to instead include the CellGroupConfig IE as stated in the LS.

Proposal 3: Inlcude the CellGroupConfig IE in the “DU to CU RRC Informaiton” as stated in the LS.   
3
Conclusions
This paper replies to R3-181055. 

Proposal 1: Provide the correct reference to UECapabilityInformation IE in TS 36.331.
Proposal 2: Adopt the latest terminology CG-ConfigInfo IE in the “CU to DU RRC Information”
Proposal 3: Inlcude the CellGroupConfig IE in the “DU to CU RRC Informaiton” as stated in the LS.   
Text Proposal to TS 38.473 (EN-DC)
Beginning of Text Proposal to TS 38.473
9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CG-ConfigInfo
	O
	
	OCTET STRING
	CG-ConfigInfo, as defined in TS 38.331 [8].

	UECapabilityInformation

	M
	
	OCTET STRING
	UECapabilityInformation, as defined in TS 36.331 [x].


9.3.1.26
DU to CU RRC Information

This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CellGroupConfig
	M
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].


End of Text Proposal to TS 38.473
