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1 Introduction
This paper provides the summary of offline discussion on NG notification control:
CB: # 59_NG_Notification

-  clarify scenario

- 3 messages? 2 messages? 1 message?

- common understanding of LTE behavior

- align with LTE?

- implications?’

- discuss “fulfilled” / “not fulfilled” issue (ZTE) if agreeable?

- single Cl2 message from NG-RAN node agreeable? Clarify impact on 5GC?

2 Data forwarding over NG

Based on offline discussion, a common understanding on release of QoS flow in NG RAN node could be agreeable:

Proposal 1 Agree that (If GFBR cannot be fulfilled for a given QoS flow), the NG-RAN node is allowed to release a QoS flow, and for which a response or action have not been received from the CN.

There are there options to support NG RAN initiated release of a QoS flow.
-
Option 1 (1 message): Using class 2 PDU Session Resource Notify message procedure
-
Option 2 (2 messages): Using class 1 PDU Session Resource Modify Indication procedure

-
Option 3 (3 messages): Using class 2 PDU Session Resource Notify message procedure + class 1 PDU Session Resource Modify Indication procedure.
Since there is ongoing discussion in SA2 and some companies would like to check further, we propose:

Proposal 2 Continue to discuss the three options to support NG RAN initiated release of a QoS flow next meeting.
Regarding “fulfilled” / “not fulfilled” issue, it is proposed that:

Proposal 3 “not fulfilled anymore” or “fulfilled again” notification for PDU session level should be removed.
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