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<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.98
NR Neighbour Information

This IE contains cell configuration information of NR cells that a neighbour node may need for the X2 AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR Neighbour Information
	
	0 .. <maxnoofNRNeighbours>
	
	
	–
	

	>NR Neighbour Information
	
	
	
	
	
	

	 >>NRPCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	>>NR-CGI
	M
	
	9.2.111
	
	–
	

	>>NR-ARFCN
	M
	
	NR ARFCN

9.2.106
	
	
	

	>>TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	


	Range bound
	Explanation

	maxnoofNRNeighbours
	Maximum no. of neighbour NR cells associated to a given served cell. Value is 1024.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.106
NR ARFCN

The NR Absolute Radio Frequency Channel Number defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR ARFCN
	M
	
	INTEGER (0..maxNRARFCN)
	


	Range bound
	Explanation

	maxNRARFCN
	Maximum value of NRARFCNs. Value is 3266667.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.110
Served NR Cell Information
This IE contains cell configuration information of an NR cell that a neighbour eNB may need for the X2 AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	–

	Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	–

	>>>UL ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>>DL ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	
	–
	–

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	–

	>>>ARFCN
	M
	
	NR ARFCN

9.2.106
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.2.114
	
	–
	–


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMN Ids. Value is 6.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.114
NR Transmission Bandwidth

The NR Transmission Bandwidth IE is used to indicate the UL or DL transmission bandwidth. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR SCS
	M
	
	ENUMERATED (scs15, scs30, scs60, scs120, …)
	The values scs15, scs30, scs60 and scs120 corresponds to the sub carrier spacing in TS 38.104 [xx].

	NR NRB
	M
	
	 ENUMERATED (nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ...)
	This IE is used to indicate the UL or DL transmission bandwidth expressed in units of resource blocks "NRB" (TS 38.104 [x]). The values nrb11, nrb18, etc. correspond to the number of resource blocks “NRB” 11, 18, etc.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions
**************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

NRARFCN ::= INTEGER (0..3266667)  -- This IE may be refined.

NRCellIdentifier ::= BIT STRING (SIZE (36))

NRCGI ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


nRcellIdentifier


NRCellIdentifier,


iE-Extensions



ProtocolExtensionContainer { {NRCGI-ExtIEs} } OPTIONAL,


...

}

NRCGI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

NRPCI ::= INTEGER (0..1007,...) 

NRrestriction ::= ENUMERATED {


nRrestricted,


...

}

NRencryptionAlgorithms ::= BIT STRING (SIZE (16,...))

NRintegrityProtectionAlgorithms ::= BIT STRING (SIZE (16,...))

NR-TxBW
::= SEQUENCE {


nRSCS
NRSCS,


nRNRB
NRNRB,


iE-Extensions



ProtocolExtensionContainer { { NR-TxBW-ExtIEs} } OPTIONAL,


...

}

NR-TxBW-ExtIEs ::= {


...

}
NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ...}

NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ...}
NRUESecurityCapabilities ::= SEQUENCE {


nRencryptionAlgorithms



NRencryptionAlgorithms,


nRintegrityProtectionAlgorithms

NRintegrityProtectionAlgorithms,


iE-Extensions





ProtocolExtensionContainer { { NRUESecurityCapabilities-ExtIEs} }
OPTIONAL,

...

}

NRUESecurityCapabilities-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
